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Introduction  (Ask a Question)

Scalable Low-Voltage Signaling with Embedded Clock (SLVS-EC) is an advanced interface standard pioneered
by Sony Semiconductor Solutions Corporation (SSS) specifically designed for rapid and high-definition image
sensor transmission. It streamlines the process of constructing camera setups. Equipped with an integrated
clock signal, it proves beneficial for scenarios demanding expanded capacity, enhanced speed, or extended
transmission ranges.

SLVS-EC expands our extensive range of Smart Embedded Vision IPs, empowering high-speed video
applications tailored for intelligent-edge devices. For more detailed information, see Smart Embedded Vision
page.

The technical demonstration of the PolarFire SLVS-EC Video Demo operates seamlessly with the PolarFire video
kit, SLVS-EC FMC device and an HDMI monitor. This document serves as a comprehensive guide to facilitate the
execution of the demo. The design of the demo represents a fully integrated solution crafted using Microchip's
Libero® SoC Design Suite.

This document describes the PolarFire SLVS-EC Video Demo, demonstrating integration with the PolarFire video
kit and providing detailed instructions. The demo showcases the following functions:
• Supports 4K video capture over SLVS-EC FMC camera and cropped to 1080p60 video output over HDMI 2.0.
• Implements Image Signal Processing (ISP) pipeline on a raw video data.
• Provides GUI-based image parameter controls.
• Supports the Auto Exposure Control.

The SLVS-EC Receiver IP core offers an SLVS-EC interface for PolarFire® FPGA, is a compact receiver IP that
adheres to the SLVS-EC v3.0 standards. By combining this IP with FPGA's high-speed transceiver, this IP
facilitates the extraction of pixel clock and data through the high-speed serial embedded clock/data from the
image sensor. This IP core supports configurations of two, four, and eight lanes, with speeds up to 9.504 Gbps
per lane, and data types of Raw 8, Raw 10, Raw 12, and Raw 16 formats. Additionally, the SLVS-EC Rx IP core
supports four Baud Rates, as listed in the following table.

Table 1. Supported SLVS-EC Baud Rate
Baud Grade Baud Rate in Mbps

1 1188

2 2376

3 4752

4 9504
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1. Demo Requirements  (Ask a Question)

The following table lists the hardware and software required for running the demo.

Table 1-1. Demo Requirements
Requirement Description

Hardware and Accessories

PolarFire® video kit

MPF300-VIDEO-KIT-NS
Kit Contents:
• PolarFire Video and Imaging board with MPF300T-1FCG1152E Device

• SLVS EC – Image Sensor (VIDEO-DC-SLVS)

• HDMI cable

• 12V power pack/AC adapter

• USB 2.0 A male to mini-B

SLVS-EC FMC VIDEO-DC-SLVS

HDMI Monitor 1920 x 1080, 60 Hz resolution monitor for the HDMI 2.0 transmitter (Tx) port

Software
Program_Debug_v24.1_win.exe This executable file installs FlashPro Express, used to program FPGA

https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-96D6B841-1D11-40FC-847E-74CE493D7B5E&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=Demo%20Requirements
https://www.microchip.com/en-us/development-tool/MPF300-VIDEO-KIT-NS
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2. Demo Prerequisites  (Ask a Question)

Before you begin, perform the following steps:

• Download the design files from the following link: AN3694: PolarFire SLVS-EC Video Demo
• Download and install the Libero® SoC Design Suite from Libero SoC Software Downloads

https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-A14B0E4F-5A85-47E8-89D6-DCCF5239D5A2&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=Demo%20Prerequisites%C2%A0
https://www.microchip.com/en-us/application-notes/an3694
https://www.microchip.com/en-us/products/fpgas-and-plds/fpga-and-soc-design-tools/fpga/libero-software-later-versions
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3. Design Description  (Ask a Question)

The following figure shows a high-level block diagram of the design.

Note: The SLVS-EC demo design has been updated to use the PCS mode of the transceiver (XCVR)
with integrated 8b/10b encoding and decoding, replacing the previous PMA mode with an external
CORE_PCS module. Additionally, the design continuously monitors and corrects disparity errors
from the XCVR.

Figure 3-1. Block Diagram

The following steps outline the preceding block diagram:
1. The IMX sensor transmits video data through the SLVS FMC daughter card to the

transceiver (XCVR), which subsequently forwards the data to the SLVS-EC Rx IP. The system
continuously monitors and corrects disparity errors from the XCVR. If a disparity error
occurs for "DISPARITY_ERR_WIDTH" consecutive cycles, the sensor enters standby mode
for "RST_CNT_CLKS" clock cycles before exiting reset and resuming normal operation.
Both DISPARITY_ERR_WIDTH and RST_CNT_CLKS are configurable at compile time in the
XCVR_DISPARITY_CORRECTION.v RTL module.

2. The SLVS-EC Rx IP decodes the SLVS-EC format and generates RAW pixel output, which is stored
in the DDR memory as a video frame (consisting of PolarFire® DDR4, DDR Write, DDR Read, and
DDR Arbiter).

3. The Raw video frame is read back and processed through the video pipeline consisting of Bayer
interpolation, Gamma correction, and Image enhancement.

4. The processed video is streamed over HDMI output by using Display Controller and HDMI 2.0 Tx
IP.

5. This design also integrates a separate processing block, the PROC_SUB_SYSTEM, which is
responsible for initializing the IMX-abc; here abc denotes 530/901 sensor camera through the
I2C interface.

https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-9BA15A25-8E85-4FEA-9E0D-B7AE5B5B3A4C&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=Design%20Description
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3.1. Hardware Implementation  (Ask a Question)

The following figure shows the Libero SoC implementation of the top-level SmartDesign.

Figure 3-2. High-Level SLVS-EC Design

The SLVS-EC design includes the following key blocks:

• HDMI_2P0_FHD_TX (HDMI_TX, PF_TX_PLL, and PF_XCVR_ERM)
• Video_Pipelining_Block (IMX_TOP, DDR_Write, DDR_Read, DDR_AXI4_ARBITER, Display_Controller,

Video_Processing_Block, intensity_average, and apb3_if)
• IMX_TOP (SLVS_EC_RX, PF_XCVR_ERM, XCVR_DISPARITY_CORRECTION, PF_CCC, PF_XCVR_REF_CLK,

CORERESET, and slvs_frame_end_gen)
• Video_Processing_Block (Defective_Pixel, Bayer_Interpolation, CCM, ccm_io_flop,

Gamma_Correction, and Image_Enhancement)
• PF_DDR4
• PROC_SS (MIV_RV32, CoreGPIO, PF_SRAM_AHBL_AXI, COREI2C, COREJTAGDEBUG,

COREAXI4INTERCONNECT, COREAXITOAHBL, COREAHBTOAPB3, and CoreAPB3)
• UART Interface (COREUART, addr_decoder, plot_mux, send_data, receive_data, and timer)
• Clocks_and_Resets (PF_CCC, CORERESET_PF, and PF_INIT_MONITOR)

XCVR Configuration -1
The transceiver configuration for HDMI Tx implementation is shown in the following figure. The
transceiver is configured in Tx only mode in 4 lane configuration. The clock signal is carried by
LANE0, while lanes 1, 2, and 3 carry the blue, green, and red video signals. The transceiver is
configured for Full High Definition (FHD) which is 1920 x 1080p at 60 frames per second. This
configuration is labeled as XCVR Configuration -1, as shown in the following figure.

https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-FE18E8C6-3B56-4EAC-B4EB-9C47E7B2094F&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=Hardware%20Implementation
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Figure 3-3. XCVR Configuration -1

XCVR Configuration -2
The SLVS-EC Rx is configured to operate in an 8-lane mode and hence, 8-transceiver Rx-lanes are
required to receive the video data. The PolarFire FPGA implements transceiver lanes grouped in
quads, each consisting of four lanes. Hence, two transceiver quads are used to implement 8-lane
configuration. Both the quads use the same configuration as shown in the following figure.

Figure 3-4. XCVR Configuration -2

Note: Enhanced Receiver Mode (ERM) is required for lane data rates of 4.7 Gbps and above,
optional for lower speeds.

XCVR Disparity Correction Module
The XCVR_DISPARITY_CORRECTION module provides unified disparity error monitoring and ERM
first-lock detection for XCVR configurations. A single instance of this module handles multiple lanes
(2, 4, or 8).

The module includes the following capabilities:
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• Per-lane disparity error detection with configurable threshold (default: 16 consecutive errors)
• CDC synchronization to common LANE0_RX_CLK_I domain
• First-lock detection for ERM mode (parameter controlled)
• Generates 32-cycle reset pulse and interrupt on error or first-lock event

Notes: 
1. Set ENABLE_ERM_FIRST_LOCK = 1 to enable ERM first-lock detection; set to 0 to disable.
2. Set NUM_LANES parameter to match the design's lane configuration (2, 4, or 8).

This module provides two output signals. RX_RST_CONTROL_O generates an active-low reset
pulse to downstream logic when triggered, with a configurable duration (default: 32 cycles).
RX_RST_CONTROL_INTERRUPT_O provides a single-cycle interrupt pulse to notify software of the
event. It generates an interrupt under two conditions. On ERM first-lock, when all lanes are
calibrated and valid, software should release the camera from GPIO reset. On disparity error, when
16 consecutive errors occur on any lane, software should reset the camera through I2C.

Unused Lane Tie-Off Requirements: For configurations using fewer than eight lanes, unused lane
inputs must be tied to appropriate values to ensure proper operation. The following table lists the
required tie-off connections.

Table 3-1. Unused Lane Input Tie-Off Values
Signal Unused Lane Input Tie-Off Values

LANEx_RX_CLK_I LANE0_RX_CLK_I

LANEx_RX_VALID_I GND_net (1'b0)

LANEx_CALIBRATING_I GND_net (1'b0)

LANEx_DISPARITY_ERR_I 4'b0000

SLVS-EC Rx IP Configuration
SLVS-EC Rx IP has the following configuration options:
• DATA WIDTH has configuration options as Raw 8, Raw 10, Raw 12, and Raw 16
• LANE WIDTH has configuration options as two lanes, four lanes, and eight lanes
• Video Interface has configuration options as Native and AXI4 Stream

For more information about SLVS-EC Rx IP, see PolarFire SLVS-EC Receiver IP user guide.

The SLVS-EC Rx IP is configured with a native interface, which uses a Raw 8 configuration and a
8-lane width.

https://ww1.microchip.com/downloads/aemDocuments/documents/FPGA/ProductDocuments/UserGuides/polarfire_fpga_slvs_ec_user_guide.pdf
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Figure 3-5. SLVS-EC Rx IP Configuration using Raw 8 and 8-Lane Width for Native Interface

HDMI TX IP Configuration
HDMI Tx IP core is configured in Single bit mode for native interface. HDMI Tx IP encodes video,
auxiliary, and control data to Transition-minimized Differential Signaling (TMDS) data, which pass
through transceiver.

Figure 3-6. HDMI TX 2.0 IP Configuration using Single-bit Mode for Native Interface
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3.2. I/O Ports  (Ask a Question)

The following table lists the important I/O ports of the design.

Table 3-2. Input and Output Ports
Port Name Direction Description

LANE0_RXD_N Input Lane0 RX channel N

LANE0_RXD_P Input Lane0 RX channel P

LANE1_RXD_N Input Lane1 RX channel N

LANE1_RXD_P Input Lane1 RX channel P

LANE2_RXD_N Input Lane2 RX channel N

LANE2_RXD_P Input Lane2 RX channel P

LANE3_RXD_N Input Lane3 RX channel N

LANE3_RXD_P Input Lane3 RX channel P

LANE4_RXD_N Input Lane4 RX channel N

LANE4_RXD_P Input Lane4 RX channel P

LANE5_RXD_N Input Lane5 RX channel N

LANE5_RXD_P Input Lane5 RX channel P

LANE6_RXD_N Input Lane6 RX channel N

LANE6_RXD_P Input Lane6 RX channel P

LANE7_RXD_N Input Lane7 RX channel N

LANE7_RXD_P Input Lane7 RX channel P

LANE0_TXD_N Output Lane0 TX channel N

LANE0_TXD_P Output Lane0 TX channel P

LANE1_TXD_N Output Lane1 TX channel N

LANE1_TXD_P Output Lane1 TX channel P

LANE2_TXD_N Output Lane2 TX channel N

LANE2_TXD_P Output Lane2 TX channel P

LANE3_TXD_N Output Lane3 TX channel N

LANE3_TXD_P Output Lane3 TX channel P

REF_CLK_PAD_N Input Reference clock N

REF_CLK_PAD_P Input Reference clock P

CLK_IN Input 27 MHZ of CLK

RX Input RX for UART Interface

TCK Input TCLK for Flash Pro Debug

TDI Input TDI for Flash Pro Debug

TMS Input TMS for Flash Pro Debug

TSRTB Input TSRTB for Flash Pro Debug

SLVS_EC_XCE Output Serial Communication Interface XCE Pin for i2c (Fixed to HIGH)

SLVS_EC_XMASTER Output Master/Slave Select (Slave Mode: HIGH, Master Mode: LOW)

SLVS_EC_RSTN Output SLVS Camera Reset

CLK_50MHZ Input 50 MHz of On Board Clock

TDO Output TDO for Flash Pro Debug

SLVS_SCL Input and Output SLVS Cam I2C SCL

SLVS_SDA Input and Output SLVS Cam I2C SDA

GPIO_OUT_0[3:0] Output GPIO_OUT_0 is connected to LED0, 1, 2, 3.

TX Output Tx for UART Interface

https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-2C4EA561-EF0D-4852-A8A7-BCC68CE5D828&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=I%2FO%20Ports
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3.3. Clocking Structure  (Ask a Question)

The design uses the following on-board clocks:

• The 27 MHz oscillator is used to provide a reference clock to PF_CCC_C0
• The on-board 50 MHz clock, which is driven as DDR Reference Clock, Processor Sub System, and

UART Interface
• The XCVR TX PLL subsystem generates a bit clock and XCVR receives
• The LANE0_RX_CLK_R XCVR Clock provides a reference clock to PF_CCC_C3 and generates 59.4

MHz

The following figure shows the clocking structure of the design.

Figure 3-7. Clocking Structure

3.4. Reset Structure  (Ask a Question)

The SLVS-EC design is initialized upon the de-assertion of the DEVICE_INIT_DONE signal from the
PF_INIT_MONITOR block, along with the XCVR_INIT_DONE signal from the same block. In addition
to this primary reset, the design incorporates three additional resets, each synchronized with a
specific clock. The first reset, DDR_Write_reset, resets the DDR write operations and is synchronized
with the clock from the SLVS-EC Rx IP. The second reset, Video processing reset, resets all
the video processing IP and display controller IP, using the 148.5 MHz clock. The third reset,
DDR_SYSTEM_reset, resets DDR read and arbiter operations, as well as other reset operations,
utilizing the clock from the onboard 27 MHz source.

The following figure shows the reset structure of the design.

https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-2508B890-DBE9-4575-A7AB-FC903493C8A9&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=Clocking%20Structure
https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-6B41A4EB-DA07-4FCB-8230-29C7E2F1E80A&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=Reset%20Structure
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Figure 3-8. Reset Structure
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4. Installing the Demo GUI  (Ask a Question)

To install the GUI, perform the following steps:
1. Extract the contents of the

mpf_an3694_v20xxpx_gui\Video_Control_GUI_V3.1.1_Installer\Volume file and run
the setup.exe file.

2. Click Yes for any message from User Account Control. The Video Control GUI installation wizard
is displayed.

3. Confirm the installation directory locations for the GUI and the National Instruments products,
and then click Next.

4. Accept the license agreement, and then click Next.
5. Review the summary and click Next, then installation proceeds with a progress bar. After the

installation, a confirmation message is displayed.
6. Click Next to exit the installation wizard.
7. Restart the host PC, when prompted. The Video Control GUI is installed.

For more information about the related steps, see AN5270: PolarFire 4K FPGA Dual Camera Video
Kit.

https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-2FC43344-6FA6-43CD-912E-87AADD08D0CF&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=Installing%20the%20Demo%20GUI
https://ww1.microchip.com/downloads/aemDocuments/documents/FPGA/ApplicationNotes/ApplicationNotes/polarfire_4k_dual_camera_video_kit_dg0849_v5.pdf
https://ww1.microchip.com/downloads/aemDocuments/documents/FPGA/ApplicationNotes/ApplicationNotes/polarfire_4k_dual_camera_video_kit_dg0849_v5.pdf
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5. Setting Up the Demo  (Ask a Question)

Setting up the demo involves the following steps.

5.1. Setting Up the Hardware  (Ask a Question)

The following figure shows the hardware setup of SLVS-EC FMC with PolarFire video kit and interface
with HDMI display.

Figure 5-1. Setting up the Hardware

12V Power 
Supply

USB - UART 
Ternimal

HDMI 2.0 
TX

PolarFire Video and Imaging Kit    
MPF300-VIDEO-KIT-NS

Text SLVS EC FMC 
Card VIDEO-

DC-SLVS

J25 
Jumper

The following table lists the jumper settings of PolarFire video kit.

Table 5-1. Jumper and Switch Settings of PolarFire Video Kit
Jumper Default Position Description

J15 Open SPI Slave and Master mode selection
By default, select SPI master

J17 Open 100K PD for TRSTn
By default, 1K PD is connected

J19 Pin 1 and 2 Default: XCVR_VREF is connected to GND

J28 Pin 1 and 2 Default: Programming through the FTDI

J24 Pin 2 and 4 Default: VDDAUX4 voltage is set to 3.3V

J25 Pin 1 and 2 Bank4 voltage is set to 3.3V

J36 Pin 1 and 2 Default: Board power up through the SW4

SW4 OFF/ON Power ON\OFF slide switch

SW6 OFF User slide switch
Default position: OFF

J20 12 Volts Input 12V input to the board

For setting up the hardware, perform the following steps:

1. Connect the VIDEO-DC-SLVS to the J14 FMC Connector on the PolarFire video kit.
2. Connect the power supply cable to J20 of the PolarFire video kit.
3. Connect the host PC to the PolarFire video kit through J12 using a USB mini cable.
4. Connect the HDMI monitor to J1 (HDMI 2.0 transmitter (Tx) port) of the PolarFire video kit.
5. Power up the HDMI monitor.
6. Power up the board using the SW4 slide switch.

5.2. Programming the Device using FlashPro Express  (Ask a Question)

To program the PolarFire device with the .job file provided as part of the design files using the
FlashPro Express software.

https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-EB355172-A382-45E5-B401-298070375157&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=Setting%20Up%20the%20Demo
https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-F2C6352F-76FA-4B4D-ADAA-0397825322EB&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=Setting%20Up%20the%20Hardware
https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-10B1C447-686A-4D4F-AB69-25D05595A11C&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=Programming%20the%20Device%20using%20FlashPro%20Express
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This section describes how to program the PolarFire device with the .job file using
FlashPro Express. The mpf_an3694_v20xxpx_df.job file is available at the following location:
<download_folder>\mpf_an3694_v20xxpx_jb
To program the PolarFire device with the .job file, perform the following steps:

1. On the Host PC, start the FlashPro Express software from its installation directory.
2. To create a new job project on the Project menu, click New or New Job Project from FlashPro

Express Job.
3. In the New Job Project from FlashPro Express Job dialog box, perform the following steps:

– Programming job file: Click Browse and navigate to the location where the
mpf_an3694_v20xxpx_df.job file is located and select the file. The default location is
<download_folder>\mpf_an3694_v20xxpx_df\Programming_Job

– FlashPro Express job project location: Select Browse and navigate to the location where
you want to save the project.

Figure 5-2. New Job Project from FlashPro Express Job

4. Click OK. The required programming file is selected and ready to be programmed in the device.
The FlashPro Express window appears.

5. Verify that a programmer number appears in the Programmer box. If it does not, verify the
board connections and click Refresh/Rescan Programmers.
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Figure 5-3. Programming the Device

6. To program the device, click Run. When the device is programmed successfully, a Run
PASSED status is displayed, as shown in the following figure.

Figure 5-4. FlashPro Express—RUN PASSED

7. To Close FlashPro Express, click Project > Exit. The PolarFire device is programmed.
8. To Power cycle the board, press the SW4 switch. After power cycling, the full HD displays the

video from the camera.
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6. Running the Demo  (Ask a Question)

Running the demo involves verifying the imaging and video settings using the Video Control GUI,
and then observing the video output on the HDMI monitor.

To use the demo GUI, perform the following steps:

1. Start the Video Control GUI from the installation directory, see the following figure.

Figure 6-1. Video Control GUI

2. In the I/O list, click the second largest COM port, and then click Connect.

Figure 6-2. Connecting the GUI and Video Kit

The following figure shows that the Connect button turns green indicating a successful
connection.

https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-FCAABA91-3D3F-4AC0-BE8F-885BA38402E5&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=Running%20the%20Demo
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Figure 6-3. Connection Successful

3. Move the corresponding sliders appropriately to adjust the contrast and brightness and observe
the change on the HDMI monitor.

Figure 6-4. Adjusting Contrast and Brightness

4. Similarly, move the sliders to adjust the color balance of the image using the color balance
sliders.
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Figure 6-5. Color Balance

Important: PIP Menu, Panning, Histogram, and Edge Detection options are
not supported in this demo.
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7. Appendix A: Running the Tcl Script  (Ask a Question)

Tcl scripts are provided in PolarFire Video Kit Reference Design.

To run Tcl, perform the following steps:
1. Launch the Libero software.
2. Click Project > Execute Script.
3. In the downloaded mpf_an3694_v20xxpx_df directory, select script.tcl.

4. Click Run.

After successful execution of the Tcl script, the Libero project is created within the top directory. For
more information, check the Log file mpf_an3694_v20xxpx_df_log.

For more details about the folder structure of mpf_an3694_v20xxpx_df and Tcl scripts and
commands, see the TCL_Scripts_readme.txt and Tcl Commands Reference Guide. Contact
Technical Support for any queries about running the Tcl script.

https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-F30BF98E-6071-46D4-B932-715E183E93C6&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=Appendix%20A%3A%20Running%20the%20Tcl%20Script
http://coredocs.s3.amazonaws.com/Libero/2023_1/Tool/libero_soc_tcl_cmd_ref_ug.pdf
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8. Revision History  (Ask a Question)

The revision history describes the changes that were implemented in the document. The changes
are listed by revision, starting with the current publication.

Table 8-1. Revision History
Revision Date Description

D 05/2026 Updated webpage link in the Demo Prerequisites  section.

C 05/2026 The following is the list of changes in revision C of the document:
• Updated the design and .job filepath throughout the document.

• Updated Figure 3-1 in the Design Description section.

• Added XCVR Disparity Correction module information and Updated Figure 3-2, Figure 3-4, Figure 3-5,
and Figure 3-6 in the Hardware Implementation section.

B 06/2024 The following is the list of changes in revision B of the document:
• Updated Figure 3-1 and Step 1 in Design Description section

• Updated Figure 3-4 and Figure 3-6 in Hardware Implementation section

• Updated Figure 5-1 and added Table 5-1 in Setting Up the Hardware section

• Updated .job file location in Programming the Device using FlashPro Express section

• Updated Appendix A: Running the Tcl Script section

A 04/2024 Initial release

https://www.microchip.com/askaquestion?pub_guid=GUID-08F4E9BA-9692-445A-9778-5A5989564356&pub_lang=en-US&pub_ver=5&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-A771A15E-206A-42DA-99ED-1A392ECBFEDA&cover_title=PolarFire%20Scalable%20Low-Voltage%20Signaling%20with%20Embedded%20Clock%20Design%20Application%20Note&tech_support_link=NA&revision_letter=D&source=PDF&title=Revision%20History
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Microchip FPGA Support
Microchip FPGA products group backs its products with various support services, including
Customer Service, Customer Technical Support Center, a website, and worldwide sales offices.
Customers are suggested to visit Microchip online resources prior to contacting support as it is
very likely that their queries have been already answered.

Contact Technical Support Center through the website at www.microchip.com/support. Mention the
FPGA Device Part number, select appropriate case category, and upload design files while creating a
technical support case.

Contact Customer Service for non-technical product support, such as product pricing, product
upgrades, update information, order status, and authorization.

• From North America, call 800.262.1060
• From the rest of the world, call 650.318.4460
• Fax, from anywhere in the world, 650.318.8044

http://www.microchip.com/support
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Microchip Information
Trademarks
The “Microchip” name and logo, the “M” logo, and other names, logos, and brands are registered
and unregistered trademarks of Microchip Technology Incorporated or its affiliates and/or
subsidiaries in the United States and/or other countries (“Microchip Trademarks”). Information
regarding Microchip Trademarks can be found at https://www.microchip.com/en-us/about/legal-
information/microchip-trademarks.

Legal Notice
This publication and the information herein may be used only with Microchip products, including
to design, test, and integrate Microchip products with your application. Use of this information
in any other manner violates these terms. Information regarding device applications is provided
only for your convenience and may be superseded by updates. It is your responsibility to ensure
that your application meets with your specifications. Contact your local Microchip sales office for
additional support or, obtain additional support at www.microchip.com/en-us/support/design-help/
client-support-services.

THIS INFORMATION IS PROVIDED BY MICROCHIP “AS IS”. MICROCHIP MAKES NO REPRESENTATIONS
OR WARRANTIES OF ANY KIND WHETHER EXPRESS OR IMPLIED, WRITTEN OR ORAL, STATUTORY
OR OTHERWISE, RELATED TO THE INFORMATION INCLUDING BUT NOT LIMITED TO ANY IMPLIED
WARRANTIES OF NON-INFRINGEMENT, MERCHANTABILITY, AND FITNESS FOR A PARTICULAR
PURPOSE, OR WARRANTIES RELATED TO ITS CONDITION, QUALITY, OR PERFORMANCE.

IN NO EVENT WILL MICROCHIP BE LIABLE FOR ANY INDIRECT, SPECIAL, PUNITIVE, INCIDENTAL, OR
CONSEQUENTIAL LOSS, DAMAGE, COST, OR EXPENSE OF ANY KIND WHATSOEVER RELATED TO THE
INFORMATION OR ITS USE, HOWEVER CAUSED, EVEN IF MICROCHIP HAS BEEN ADVISED OF THE
POSSIBILITY OR THE DAMAGES ARE FORESEEABLE. TO THE FULLEST EXTENT ALLOWED BY LAW,
MICROCHIP’S TOTAL LIABILITY ON ALL CLAIMS IN ANY WAY RELATED TO THE INFORMATION OR
ITS USE WILL NOT EXCEED THE AMOUNT OF FEES, IF ANY, THAT YOU HAVE PAID DIRECTLY TO
MICROCHIP FOR THE INFORMATION.

Use of Microchip devices in life support and/or safety applications is entirely at the buyer’s risk,
and the buyer agrees to defend, indemnify and hold harmless Microchip from any and all damages,
claims, suits, or expenses resulting from such use. No licenses are conveyed, implicitly or otherwise,
under any Microchip intellectual property rights unless otherwise stated.

Microchip Devices Code Protection Feature
Note the following details of the code protection feature on Microchip products:

• Microchip products meet the specifications contained in their particular Microchip Data Sheet.
• Microchip believes that its family of products is secure when used in the intended manner, within

operating specifications, and under normal conditions.
• Microchip values and aggressively protects its intellectual property rights. Attempts to breach the

code protection features of Microchip products are strictly prohibited and may violate the Digital
Millennium Copyright Act.

• Neither Microchip nor any other semiconductor manufacturer can guarantee the security of its
code. Code protection does not mean that we are guaranteeing the product is “unbreakable”.
Code protection is constantly evolving. Microchip is committed to continuously improving the
code protection features of our products.

https://www.microchip.com/en-us/about/legal-information/microchip-trademarks
https://www.microchip.com/en-us/about/legal-information/microchip-trademarks
https://www.microchip.com/en-us/support/design-help/client-support-services
https://www.microchip.com/en-us/support/design-help/client-support-services
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