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Introduction  (Ask a Question)

This application note provides the information needed for migrating a design from the ACT1 family to the
40MX family. The 40MX device architecture is based on the ACT1 family and uses the same library of device
macro cells. There is a direct one-to-one mapping of ACT1 cells to 40MX cells, so no re-synthesis of the design
is needed for migration. The 40MX uses a 0.45 µm, triple-metal Complementary Metal-Oxide-Semiconductor
(CMOS) process, which significantly improves performance. Similar to the ACT1 devices, the 40MX FPGAs are
Oxide-Nitride-Oxide (ONO) antifuse-based, single-chip solutions. The 40MX devices are 5V-compliant and are
footprint-compatible with equivalent ACT1 devices, eliminating the need for any board-level modifications.

 Migrating From ACT1 to 40MX Family FPGAs Application
Note

 AN6195

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-B1D2D753-9CB3-4F12-AB7D-C3D78D63C486&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Introduction
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1. References  (Ask a Question)

The following list of references are used in this document:

• ACT 1 Series FPGAs
• 40MX and 42MX FPGA Families
• Static Timing Analysis Using Designer’s Timer
• Default Settings for Unused I/O and Clocks
• Libero IDE Design Flow

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-A50392C7-C441-4734-BAC4-AD7E5CC54D86&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=References
https://ww1.microchip.com/downloads/aemdocuments/documents/fpga/ProductDocuments/DataSheets/act1_ds.pdf
http://www.microsemi.com/document-portal/doc_view/130699-40mx-and-42mx-fpga-families-datasheet
https://ww1.microchip.com/downloads/aemdocuments/documents/fpga/ApplicationNotes/ApplicationNotes/static_timing_analysis_an.pdf
https://microchip.my.site.com/s/article/Default-Settings-for-Unused-I-Os-and-Clocks-1625098133508
https://ww1.microchip.com/downloads/aemdocuments/documents/fpga/ProductDocuments/UserGuides/libero_ide_ug.pdf
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2. Comparison  (Ask a Question)

The following table lists the recommended migration path for architecturally compatible devices. For
a given ACT1 device, the recommended 40MX device is listed in the following table. All die-package
combinations of ACT1 devices have direct die-package-compatible 40MX devices.

Any design from the ACT1 family can be directly converted to the 40MX family by using a TCL
script, which is described later in the Migrating Using TCL Script migrate_to_mx.tcl section. The logic
placement and I/O assignments remain exactly the same as the original design.

Table 2-1. Device Comparison of ACT1 and 40MX
Devices A1010B/A10V10B A40MX02 A1020B/A10V20B A40MX04

System Gates 3000 3000 6000 6000

Logic Modules

Seq — — — —

Comb 295 295 547 547

Flip-Flops (maximum) 147 147 273 273

Clocks 1 1 1 1

User I/Os (maximum) 57 57 69 69

Packages (by pin counts)

CPGA1 84 — 84 —

CQFP1 — — 84 —

PLCC 44, 68 44, 68 44, 68, 84 44, 68, 84

PQFP 100 100 100 100

VQFP 80 80 80 80

Note: 
1. Manufacturing of CPGA84 and CQFP84 packages has been discontinued.

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-F3916632-EBE7-459E-9643-322EBD595E10&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Comparison
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3. Pin-to-Pin Comparison  (Ask a Question)

This section outlines the various types of pin-to-pin comparisons:
• Power Supply Pin Comparison: The supply voltage pins (VCC and GND) of the 40MX family are

fully compatible with the ACT1 device. There are some No Connect (NC) pins which are not
connected to any circuitry within the device. These pins can be driven to any voltage or left
floating without affecting the device's operation.
Both ACT1 and 40MX devices can operate with either a 5.0V or 3.3V input supply voltage.

• I/O Comparison: All I/Os are at the same physical location for compatible devices that share the
same package.

• Special Pins Comparison: MODE, PROBEA and PROBEB, SDI, SDO and DCLK pins are fully
compatible in terms of location, default configuration and functionality.

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-4BEEDB4C-C398-4844-9293-3860394B9A6D&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Pin-to-Pin%20Comparison
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4. Power-Up Recommendation  (Ask a Question)

The 40MX and ACT1 devices both operate with one power supply (VCC). For information on the
transient current requirement during power-up, see 40MX and 42MX FPGA Families Datasheet.

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-48DB626A-F71F-447D-842D-9AE89122EC3F&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Power-Up%20Recommendation
http://www.microsemi.com/document-portal/doc_view/130699-40mx-and-42mx-fpga-families-datasheet
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5. Configuring Unused I/Os  (Ask a Question)

By default, the Microchip Designer software configures unused I/Os in ACT1 and 40MX devices as
low drivers, as shown in the following figure. Unused I/Os must either be terminated to GND or left
floating. Do not drive an unused I/O to any value other than GND.

Figure 5-1. Configuration for Unused I/Os in ACT1 and 40MX

PAD

Vdd

Still connected
(negligible draw)

No connection
to array

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-CAB8D165-EBEB-41F7-BE2A-9EFFA20C32A1&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Configuring%20Unused%20I%2FOs
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6. Design Migration Procedure  (Ask a Question)

The ACT1 and 40MX families are fully supported by Microchip Libero® Integrated Design
Environment (IDE) and Microchip Designer FPGA development software. This section provides
instructions for using the Libero IDE/Designer tool suite to migrate from the ACT1 family to the
40MX family. To complete the process, you will need design files such as an ADB file or ADL,
EDN and PIN files. An independent TCL script is provided for an automated migration flow, which
generates a 40MX ADB file without manual intervention. This script automatically manages all
conversion steps, including timing constraints, compatible package selection, setting operating
conditions and so on. Microchip strongly recommends using the script flow as the primary method
for design migration to the 40MX family.

6.1. Migrating Using TCL Script migrate_to_mx.tcl  (Ask a Question)

Download migrate_to_mx.tcl script file from www.microchip.com/en-us/application-notes/
an6195.

This script automatically identifies the compatible die and package within the 40MX family. This TCL
script can be run either in Batch mode or through the Designer GUI.

6.1.1. Running TCL Script in Batch Mode  (Ask a Question)

The files required for running the TCL Script in Batch mode are the Original.adb file and the
migration TCL script.

Command usage:<command prompt>><path to Designer software installation “bin”
directory>/Designer script:<path to tcl script file>/migrate_to_mx.tcl+<path
to original adb file>/original.adb+<path to new adb file>/newname.adb
logfile:<path to log file>/newname.log
For an example, see the following figure.

To specify the path to your files, use a forward slash (/).

Figure 6-1. Example TCL Script

After running this command, the new ADB, ADL and LOG files are generated in the specified
directory.

6.1.2. Running TCL Script in Designer GUI  (Ask a Question)

The original design file required for running the TCL script in designer GUI is design.adb
To run the TCL script in designer GUI, perform the following steps:
1. Open the ACT1 ADB file in Designer and select File > Execute Script.
2. Enter the destination where you want to save the new 40MX ADB file into Arguments, as shown

in the following figure.

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-B2F3558C-9AB3-4582-9EDA-04DD48F83E82&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Design%20Migration%20Procedure
https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-12590DBD-75F8-4882-B78F-8E76AA280916&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Migrating%20Using%20TCL%20Scriptmigrate_to_mx.tcl
https://www.microchip.com/en-us/application-notes/an6195
https://www.microchip.com/en-us/application-notes/an6195
https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-80B1012D-347F-421E-8AC4-8608C91ADC44&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Running%20TCL%20Script%20in%20Batch%20Mode
https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-A3EBAC4F-4B8A-467B-B92A-5C61894C49DA&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Running%20TCL%20Script%20in%20Designer%20GUI
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Figure 6-2. Execute Script

3. Click Run.

If the script succeeds with the migration procedure, click Save. Otherwise, the new ADB file will be at
the original state of the design before the execution of the script.
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7. Manual Migration Procedure  (Ask a Question)

The original design files required for the manual migration procedure are design.adl or
desing.edn and design.pin
This manual migration procedure is required when the ACT1 ADB file is not available, but the ADL or
EDN (netlist) and PIN (pin location) files are available.

For manual migration procedure, perform the following steps:
1. Navigate to Designer, choose File > New. Enter the design name and select the family 40MX, as

shown in the following figure.

Figure 7-1. Setup Design

2. To import the Netlist and Pinout List into the new 40MX project, select File > Import Source
Files. Add the ADL or EDN netlist and PIN files of the ACT1 design, as shown in the following
figure.

Figure 7-2. Importing Source Files

3. Click the Compile button. When the Device Selection Wizard window appears, select a
compatible 40MX die package (see Table 1), as shown in the following figure.

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-5DC2C05F-4205-4198-9BF4-A4DA3E02DE5D&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Manual%20Migration%20Procedure
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Figure 7-3. Device Selection Wizard

4. Also, set identical operating conditions and carefully choose the device speed grade for the new
40MX design. Examples of operating conditions are Die Voltage, Restrict-Probe-pins, Junction
Temperature and Voltage Range.
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8. Timing Validation  (Ask a Question)

The conversion flows mentioned in the preceding sections do not include timing analysis for the
converted design. Manual timing validation is required.

The 40MX family is faster than the ACT1 family. Microchip recommends that a new timing analysis
be performed. Carefully examine hold times, cross clock domain paths, clock-to-out and multi-
cycle paths to ensure that there are no timing problems in the converted design. For more
information on performing timing analysis using the Microchip Timer tool, see Static Timing Analysis
Using Designer’s Timer Application Note. Additionally, verify the potential simultaneously switching
outputs by checking whether various adjacent outputs have enough timing differences (staggered
timing) to avoid negative effects. For more information, see Simultaneous Switching Noise and
Signal Integrity Application Note.

The 40MX I/Os have faster slew rate than the ACT1 devices. Run board-level signal integrity analysis
before finalizing the board design. For more information, see Using Schmitt Triggers for Low Slew-
Rate Input Application Note. The manual migration procedure does not preserve all placements,
even for compatible packages. To preserve the timing constraints, export the DCF and CRT files from
the ACT1 design and import them as Auxiliary Files into the 40MX design after the Compile step.
The migrate_to_mx.tcl script automatically preserves timing constraints and all placements. For
more information on TCL script, see Migrating Using TCL Script migrate_to_mx.tcl section.

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-7D431E4E-B0D7-480E-B4BB-0DDFB553F6AB&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Timing%20Validation
https://ww1.microchip.com/downloads/aemdocuments/documents/fpga/ApplicationNotes/ApplicationNotes/static_timing_analysis_an.pdf
https://ww1.microchip.com/downloads/aemdocuments/documents/fpga/ApplicationNotes/ApplicationNotes/static_timing_analysis_an.pdf
https://ww1.microchip.com/downloads/aemDocuments/documents/FPGA/ApplicationNotes/ApplicationNotes/RTG4_Simultaneous_Switching_Noise_Signal_Integrity_Application_Note_AC263_V3.pdf
https://ww1.microchip.com/downloads/aemDocuments/documents/FPGA/ApplicationNotes/ApplicationNotes/RTG4_Simultaneous_Switching_Noise_Signal_Integrity_Application_Note_AC263_V3.pdf
https://ww1.microchip.com/downloads/aemdocuments/documents/fpga/ApplicationNotes/ApplicationNotes/schmitttrigger_an.pdf
https://ww1.microchip.com/downloads/aemdocuments/documents/fpga/ApplicationNotes/ApplicationNotes/schmitttrigger_an.pdf
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9. Programming  (Ask a Question)

This section provides information about programming hardware and software.

• Programming Software: Programming files are not compatible between the two families.
Generate a new programming file (AFM) from the migrated design.

• Programming Hardware: Silicon Sculptor 4 uses the same module for both families. For a list of
Silicon Sculptor Modules, see the SILICON-SCULPTOR-ADAPTOR-MODULE webpage.

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-840368A0-D9AA-4BD4-B1D3-3F597CC341EA&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Programming
https://www.microchip.com/en-us/development-tool/silicon-sculptor-adaptor-module
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10. Summary  (Ask a Question)

To migrate from ACT1 to 40MX, perform the following steps:
1. Determine the compatible 40MX device and package from Table 1.
2. Update to the latest version of the Libero® IDE software and follow the instructions provided in

the Design Migration Procedure section.
3. Confirm the pin placement in the new ADB.
4. Perform a timing analysis on the converted design.
5. Generate a new 40MX programming file.
6. Program the 40MX file using Silicon Sculpture 4 and the latest programming software version.

Note: Ensure to use the latest revision of the adapter module.

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-EE9AFBB7-A434-401C-BA48-7308B3E7F1D7&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Summary
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11. Conclusion  (Ask a Question)

The 40MX family shares numerous architectural features and a library of basic elements with the
ACT1 family, and offers higher speed and special functionalities. Understanding the differences
between these two families enables a seamless migration from the ACT1 family to the 40MX family.

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-B5B99FE9-5D4C-4CDB-8CAD-62A6C605538A&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Conclusion
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12. Appendix  (Ask a Question)

The following table lists the migration packages.

Table 12-1. Migration Packages
ACT1 Die/Package Suggested Migration

A1010B/A10V10B A40MX02

PL44 PL44

PL68 PL68

PQ100 PQ100

VQ80 VQ80

PG841 —

A1020B/A10V20B A40MX04

CQ841 —

PG84 PG84

PL44 PL44

PL68 PL68

PL84 PL84

PQ100 PQ100

VQ80 VQ80

Note: 
1. Manufacturing of CPGA84 and CQFP84 packages has been discontinued.

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-22ED77A9-FC94-4ACC-9D3C-8498C8E901A8&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Appendix
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13. Revision History  (Ask a Question)

The revision history describes the changes that were implemented in the document. The changes
are listed by revision, starting with the most current publication.

Revision Date Description

A 09/2025 The following list of changes were made in revision A of the document:
• The document is migrated to the Microchip template.

• The document number is updated to DS00006195 from AC399.

• The document ID is updated to AN6195 from AC399 .

• TCL script is updated.

• Manufacturing of CPGA84 and CQFP84 packages has been discontinued.

1.0 11/2014 Updated the document to maintain the style and consistency of the document.

0 05/2013 Initial revision

https://www.microchip.com/askaquestion?pub_guid=GUID-1375C86E-C169-49DD-8767-83BC47D0659F&pub_lang=en-US&pub_ver=1&pub_type=Application%20Note&bu=fpga&tpc_guid=GUID-96B23A9D-2A79-4C31-940A-AD3B422CB866&cover_title=Migrating%20From%20ACT1%20to%2040MX%20Family%20FPGAs%20Application%20Note&tech_support_link=NA&revision_letter=A&source=PDF&title=Revision%20History
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Microchip FPGA Support
Microchip FPGA products group backs its products with various support services, including
Customer Service, Customer Technical Support Center, a website, and worldwide sales offices.
Customers are suggested to visit Microchip online resources prior to contacting support as it is
very likely that their queries have been already answered.

Contact Technical Support Center through the website at www.microchip.com/support. Mention the
FPGA Device Part number, select appropriate case category, and upload design files while creating a
technical support case.

Contact Customer Service for non-technical product support, such as product pricing, product
upgrades, update information, order status, and authorization.

• From North America, call 800.262.1060
• From the rest of the world, call 650.318.4460
• Fax, from anywhere in the world, 650.318.8044

Microchip Information
Trademarks
The “Microchip” name and logo, the “M” logo, and other names, logos, and brands are registered
and unregistered trademarks of Microchip Technology Incorporated or its affiliates and/or
subsidiaries in the United States and/or other countries (“Microchip Trademarks”). Information
regarding Microchip Trademarks can be found at https://www.microchip.com/en-us/about/legal-
information/microchip-trademarks.
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to design, test, and integrate Microchip products with your application. Use of this information
in any other manner violates these terms. Information regarding device applications is provided
only for your convenience and may be superseded by updates. It is your responsibility to ensure
that your application meets with your specifications. Contact your local Microchip sales office for
additional support or, obtain additional support at www.microchip.com/en-us/support/design-help/
client-support-services.
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and the buyer agrees to defend, indemnify and hold harmless Microchip from any and all damages,
claims, suits, or expenses resulting from such use. No licenses are conveyed, implicitly or otherwise,
under any Microchip intellectual property rights unless otherwise stated.

http://www.microchip.com/support
https://www.microchip.com/en-us/about/legal-information/microchip-trademarks
https://www.microchip.com/en-us/about/legal-information/microchip-trademarks
https://www.microchip.com/en-us/support/design-help/client-support-services
https://www.microchip.com/en-us/support/design-help/client-support-services
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Microchip Devices Code Protection Feature
Note the following details of the code protection feature on Microchip products:

• Microchip products meet the specifications contained in their particular Microchip Data Sheet.
• Microchip believes that its family of products is secure when used in the intended manner, within

operating specifications, and under normal conditions.
• Microchip values and aggressively protects its intellectual property rights. Attempts to breach the

code protection features of Microchip products are strictly prohibited and may violate the Digital
Millennium Copyright Act.

• Neither Microchip nor any other semiconductor manufacturer can guarantee the security of its
code. Code protection does not mean that we are guaranteeing the product is “unbreakable”.
Code protection is constantly evolving. Microchip is committed to continuously improving the
code protection features of our products.
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