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Introduction
This document is the user guide for the implementation of the PRIME 1.4 Stack for Service Nodes developed by
Microchip.

The mechanisms and functionalities of the PRIME specification are the basis for the entire PRIME FW stack
implementation. Therefore, it is highly recommended to use it as a reference. Basic concepts that are
introduced by the PRIME specification are assumed to be known within this document.

Features
• Implementation of PRIME 1.4 stack for Service Nodes
• Support of several microcontroller families including PIC32CXMTx, SAM4C, SAM4CMx, and SAMG55
• Support of PLC modems including PL360 and PL460
• Support of RF modems including AT86RF215
• This document applies to PRIME FW stack version 1.4.4

 PRIME 1.4 FW Stack for Service Nodes
 PIC32CXMTx, SAM4C, SAMG55, PL360, PL460, AT86RF215
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1. Overview
1.1 General Architecture

The PRIME FW stack general architecture follows the suggested separation of the network stack into
logical layers, as described in the PRIME specification. Besides the core stack containing the protocol
implementation, the PRIME general architecture contains additional layers implementing shared
services (for example, serial interfaces, vendor specific configurations), a Hardware Abstraction
Layer (HAL) and user application examples.

The general architecture of a user application including the PRIME FW stack is shown in the next
figure.

Figure 1-1. Block Diagram of the PRIME General Architecture
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PRIME FW Stack

HAL

HARDWARE

The PRIME general architecture has been implemented with separated software modules as a
way to optimize hardware resources and provide flexibility and versatility to the final user system.
Following this concept, the user application and the PRIME FW stack have separated binary images.
Additionally, in the PL360/PL460 platform, there is a third binary image corresponding to the PL360
firmware to be loaded into the PL360 device.

Important: Device memory and HAL must be managed by the users in order to
allocate all binary images of the system and to handle the hardware resources
according to their needs (see chapter Integrating the PRIME FW Stack).

Microchip provides an example project of the PRIME FW stack. Structure and features of this project
are described in chapter PRIME FW Stack Project. The API of the PRIME FW stack is described in
chapter API of PRIME FW Stack.
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Structure, requirements and features of the user application are described in chapter Integrating the
PRIME FW Stack. Microchip provides different user application examples to ease user development
(see chapter Example Applications).

1.1.1 User Application
The user application is the main application in the system. It is responsible for managing the
hardware and the external resources and for setting up and running the whole system. The PRIME
FW stack provides connectivity to the user application through the PRIME API (see chapter API of
PRIME FW Stack).

The user application can configure the PRIME FW stack by means of configuration files and PIB
attributes.

Important: The HAL is also part of the user application and users can allocate
it at any address within their region. The pointer to the HAL functions must be
passed to the PRIME FW stack at initialization. Users are also responsible for
initializing, starting and running the HAL.

1.1.2 PRIME FW Stack
The PRIME firmware stack described in this document constitutes Microchip's implementation of a
PRIME 1.4 Service Node.

This stack interacts with the user application through the PRIME API (see chapter API of PRIME FW
Stack), with peripherals and specific software services through the Hardware Abstraction Layer (see
chapter HAL API), with the PL360 Host Controller component (used to communicate with the PLC
PHY layer implemented in the PL360 device of the PL360/PL460 platform) and with the RF host
controller component (used to communicate with the RF PHY layer implemented in the AT86RF215
device).

1.2 Event-Driven Operation
Microchip implementation of the PRIME FW stack is event-driven. Every time an API function is
called, an asynchronous notification message is received after the function task is completed. This
notification is delivered by means of the callback associated to the called function. Programmatically,
the user application provides the underlying layers with a function pointer, which the layers below
call after the request is serviced.

In such an event-driven system, user code related to PRIME functions executes in a callback that
must be registered with the PRIME FW stack by the user application. Thus, the user application
functions related to PRIME run entirely in stack-invoked callbacks. More information about callbacks
in the PRIME general architecture can be found in chapter PRIME API.
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2. Understanding the Firmware Package
The following chapter describes the content of the PRIME firmware package, required common
modules and drivers, and explains some general guidelines about how the various software layers
are structured.

One of the most important features of the PRIME implementation is its ability to manage the PRIME
FW stack and the user application as separate software modules. The corresponding binary images
(together with the PL360 firmware in the PL360/PL460 platform) can be allocated to any memory
addresses configured by the end user, thus providing a highly flexible and versatile implementation.

2.1 PRIME Firmware Package Contents
Microchip provides PRIME packages for every platform that supports PRIME. These packages include
PRIME applications that communicate using the PRIME network and applications that only make
use of the PRIME PHY layer, so that users can easily access all available user applications and their
related files. Provided example applications are described in chapter Example Applications.

Users are responsible for configuring and compiling the applications (see chapter Toolchain) and
assigning memory resources.

2.1.1 PRIME FW Stack Project Example
The following figure shows where the PRIME FW stack is located inside the complete general
architecture.

Figure 2-1. PRIME FW Stack in the PRIME General Architecture
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The PRIME FW stack project example contains the PRIME library (with the PL360 Host Controller
and the RF host controller) and the configuration files described in chapter PRIME Stack User
Configuration Parameters. This project generates the mentioned binary image corresponding to
the PRIME FW stack.

The PRIME FW stack project can be found in the package following this path:

..\thirdparty\prime_ng\bin_service\prime_service_bin_1_4
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The structure of this PRIME FW stack project in IAR Embedded Workbench® is shown in the following
figure.

Figure 2-2. Folder Structure of the PRIME FW Stack Project

Important: It is recommended that users modify only the available configuration
files according to their application needs (see chapter PRIME Stack User
Configuration Parameters).
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2.1.2 User Application Project Examples
The following figure shows where the user application is located inside the complete general
architecture.

Figure 2-3. User Application in the PRIME General Architecture
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Microchip provides several user application projects that show how to interact with the PRIME FW
stack:

• DLMS (Device Language Message Specification) application: this application shows how to
interact with the PRIME FW stack to simulate the exchange of DLMS data in a PRIME network.

• DLMS+Metrology application: this application shows how to interact with the PRIME FW stack to
exchange real DLMS data in a PRIME network (only available in the SAM4C platform).

• Modem application: this application shows how to manage the PRIME FW stack from an external
application by serializing the PRIME API.

The user application projects can be found in the package following this path:

..\thirdparty\prime_ng\apps\
All of these user application projects are provided in dual mode, i.e., they can be used in any Service
Node regardless of the PRIME FW stack version that is running.

Important: Dual mode applications are not provided in the SAMG55 platform
due to the lack of internal memory space. See Chapter Memory Allocation for
more information.

Additionally, Microchip also provides several PLC PHY applications that show how to manage the
PRIME PLC PHY layer exclusively:

• PHY Tester: this PHY application example shows the capabilities of the PL360 device in a point-to-
point connection, using the USI to serialize the API of the PLC PHY layer.
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• PHY TX Test Console: this PHY application example uses a terminal console to configure the PLC
PHY layer and perform several board tests.

• PHY Sniffer: this PHY application allows monitoring of data traffic on a PRIME network by
serializing PHY frames. Depending on the platform, this PHY sniffer might be located in the apps
folder instead of the phy apps folder.

• PHY PLC&Go: this PHY application shows the basic code required to work with the PLC PHY layer.

The PHY application projects can be found in the package following this path:

..\thirdparty\prime_ng\phy\atpl360\apps
See Chapter Example Applications for detailed information about the operation of every example.

For example, a DLMS+Metrology application project can be found in the package following this path:

..\thirdparty\prime_ng\apps\prime_service_dual_dlms_met\sam4cms16c_atpl360mb_
bootloader\iar\apps_prime_service_dual_dlms_met.eww
The structure of this project in IAR Embedded Workbench is shown in the following figure. Files
and folders required to develop a user application over the PRIME FW stack are marked with red
asterisks.
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Figure 2-4. Folder Structure of the DLMS+Metrology Application Example Project

**
**
*

*
*

*
*

Important: Users must not modify any of the provided files except for the
configuration files, the HAL and the board definition (in folder \sam\boards\) in
order to adapt them to their hardware design. Users are free to use the example
applications as templates to create new user applications. Users can also develop
their own applications in the apps directory.
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2.1.3 PL360 Firmware
For the PL360/PL460 platform, Microchip provides a binary file to be loaded into the PL360 device,
where the PLC PHY layer of the PRIME FW stack runs. Details about loading the PL360 firmware can
be found in the "PL360 Host Controller User Guide".

2.1.4 USI Host Example
Microchip provides the required files to develop the host controller side of the serialization of the
PRIME FW stack. These files are included in the USI (Universal Serial Interface) Host. Details about
usage of serialization can be found in chapter Example Applications. For the USI Host, see the USI
Host User Guide.

2.1.5 Bootloader Example
Microchip provides a bootloader example in order to allow the upgrade not only of the PRIME FW
stack but also of the user application and of the PL360 firmware running in the PL360 device. Details
about the firmware upgrade can be found in chapter File Transfer Service for Firmware Upgrade.

Important: All provided user application project examples that interact with the
PRIME FW stack are configured to be used together with this bootloader example.
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3. PRIME FW Stack Project
3.1 Introduction

The PRIME Firmware Stack follows a layered approach based on the PRIME specification. The
following figure shows the stack architecture.

Figure 3-1. Block Diagram of the PRIME FW Stack Architecture
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Microchip provides a library which contains the MAC layer, the Convergence Layer and the
Management Plane as described in the PRIME specification. The binary file generated with the
PRIME FW stack project example contains the complete PRIME FW stack with all the layers shown in
the previous figure. The PHY is not the PHY layer as such but the host controller component.

Note that the PHY and PAL layer boxes in the above diagram can be split into more than one PHY
and PAL layers depending on the application. See chapter 3.1.2.  Physical Abstraction Layer (PAL).

It is important to note that the only entry point to the PRIME FW stack from the user application
is through the PRIME API, which contains the interfaces defined in the PRIME specification as well
as stack control functions. The API of the PRIME FW stack is described in chapter PRIME API and
in chapter API of PRIME FW Stack. The PRIME FW stack accesses the hardware through the user
application with the HAL API described in chapter HAL API.

Additionally, Microchip provides the source code of the PL360 Host Controller that manages the
interface of the PLC PHY layer in the PL360 device, the RF host controller that manages the interface
of the RF PHY layer in the AT86RF215 device and the PAL layer.

The PHY layer, the MAC layer and the Convergence Layer have all their own version numbers, which
can be accessed through the corresponding vendor specific PIB attributes PIB_PHY_SW_VERSION
(0x8080), PIB_PHY_SW_RF_VERSION (0x9080), PIB_MAC_INTERNAL_SW_VERSION (0x8126) and
PIB_CL_INTERNAL_SW_VERSION (0x8201). These PIB attributes are described in chapter PIB Objects
Specification and Access.

The PRIME FW stack modules from the bottom up are briefly described in the following sections.
Basic concepts that are discussed in the PRIME specification are assumed to be known. The
conformance statement about the current implementation of the PRIME protocol is found in chapter
Protocol Implementation Conformance Statement.



 PIC32CXMTx, SAM4C, SAMG55, PL360, PL460, AT86RF215
PRIME FW Stack Project

 User Guide
© 2024 Microchip Technology Inc. and its subsidiaries

DS50002759D - 14

3.1.1 Physical Layer (PHY)
The Physical Layer (PHY) handles the transmission and reception of MPDUs at the physical level
between neighbor nodes.

On the transmission side, the PHY layer receives its inputs from the MAC layer through the PAL. At
the end of transmission, the data is passed to the physical medium via the HAL.

On the reception side, the PHY layer receives its inputs from the physical medium via the HAL. At the
end of reception path, the data flows to the MAC layer through the PAL.

By providing an interface through the PAL, the MAC layer is then independent from the underlying
modem. Besides that, the PHY interface can be used by basic applications without requiring the
MAC layer (see a PHY application example in chapter PHY Applications). The API of the PHY layer is
described in chapter API of PHY and PAL Layers.

The PHY layer can be used for PLC communications as well as for RF communications. The selection
of the right PHY layer is performed by the PAL according to the indications given by the MAC layer.

The PHY layer maintains a set of attributes that provide detailed information about its operation.
The PIB attributes related to the PHY layer are stored in the PHY PIB storage and the PHY layer
provides an interface to access and update their values through the PHY Layer Management Entity
(PLME). The PRIME FW stack supports all mandatory PHY PIB attributes as described in the PRIME
specification as well as some vendor specific ones (see Table 12-6).

3.1.2 Physical Abstraction Layer (PAL)
The Physical Abstraction Layer (PAL) provides an interface between the PHY layer and the MAC layer,
so that the MAC layer is independent from the PHY layer and the underlying modem.

The PAL is based on the PHY primitives for data and control planes described in the PRIME
specification, although the current implementation offers enhanced versions of some of them
to take a full advantage of the features available in the PHY layer. These features improve the
operation of the MAC layer.

A description of the PHY data and management primitives available in the PAL as well as the
extended features can be found in chapter API of PHY and PAL Layers.

Taking into account that there could be several PHY layers, such as the PLC PHY and the RF PHY, the
MPAL (MultiPhy Abstraction Layer) provides a link between the PAL interface and the selected PHY
layer. The MPAL selects the correct PHY layer by means of the channel indicated by the MAC layer.

Figure 3-2. Block Diagram of the PAL

PAL
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3.1.3 Medium Access Control Layer (MAC)
The Medium Access Control (MAC) layer provides core MAC functionalities of system access,
bandwidth allocation, connection establishment/maintenance and topology resolution according to
the PRIME specification.

The MAC layer maintains a set of attributes that provide detailed information about its operation.
The PIB attributes related to the MAC layer are stored in the MAC PIB storage and the MAC layer
provides an interface to access and update their values through the MAC Layer Management Entity
(MLME). The PRIME FW stack supports all mandatory MAC PIB attributes as described in the PRIME
specification as well as some vendor specific ones (see Table 12-7).

3.1.4 Convergence Layer (CL)
The Convergence Layer (CL) associates the data received from a user application to its proper MAC
connection. It is composed by a common part to segment and reassemble packets and one or more
service specific sublayers (e.g. IEC 61334-4-32). Information about data exchange using the CL can
be found in chapter Data Exchange.

3.1.5 Management Plane (MNGP)
The Management Plane enables a local or remote control entity to perform actions on a node.
These actions include providing access to internal parameters defined by PIB attributes as well as
managing the firmware upgrade inside the stack. More information about this layer can be found in
chapter PRIME Node Management Plane.

The PRIME certification conformance tests require accessing the PIB attributes and this is achieved
via the Management Plane.

3.2 PRIME Stack User Configuration Parameters
The PRIME FW stack can be configured to suit user requirements. This is achieved with several
configuration files, which allow:

• The stack to configure the required stack resources according to the application needs based on
the required functionality, and

• The application to configure its own resources

Note that some parameters must be configured during the Manufacturing Test Procedure (MTP).

Some parameters are subject to change during execution and it could be needed to store them in
non-volatile memory so that they can be recovered after a system restart. See Chapter Data Storage
for additinal information.

3.2.1 Firmware Version Information
In the provided PRIME FW stack binary project, the first 20 bytes contain the Vendor, Model and
Version information corresponding to the PRIME FW stack library. These metadata are useful to
identify and control which library is being used or upgraded. Users can edit this information in file
conf_prime_stack.h.

   /* Firmware Information */   
   #define PRIME_FW_VENDOR    “MCHP”   
   #define PRIME_FW_MODEL     “PL360MB”
   #define PRIME_FW_VERSION   “S14.04.01\0\0\0\0\0\0\0”

   /* Prime PIB firmware information. FW Version is used as PIB version */
   #define PRIME_PIB_VENDOR   0x0000
   #define PRIME_PIB_MODEL    0x3937

The modifiable attributes are the following:
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Table 3-1. PRIME FW Information Attributes
Attribute Definition Format

PRIME_FW_VENDOR Vendor name, e.g. “MCHP”. ASCII. Maximum 16 bytes.

PRIME_FW_MODEL Product name, e.g. “PL360MB”. ASCII. Maximum 16 bytes.

PRIME_FW_VERSION Version identifier as defined in
PIB 0x0075 (PIB_MAC_APP_FW_VERSION), e.g.
“S14.04.01\0\0\0\0\0\0\0”.

Numerical, ASCII recommended. It must
be 16 bytes long.

PRIME_PIB_VENDOR Vendor name as defined in PIB 0x0076
(PIB_MAC_APP_VENDOR_ID), e.g. 0x0000.

Numerical, two bytes size. This value is
assigned by the PRIME Alliance.

PRIME_PIB_MODEL Product name as defined in PIB 0x0077
(PIB_MAC_APP_PRODUCT_ID), e.g. “97”.

Numerical or ASCII, two bytes size.

3.2.2 Communication Channel and other PHY Parameters
Microchip provides solutions that cover frequencies from 41 kHz up to 472 kHz and are compliant
with different applicable regulations in the PLC domain.

The table below shows the available frequency bands with their associated PLC coupling boards. To
configure the PLC coupling in PL360 and PL460, see the corresponding chapters.

Table 3-2. Frequency Bands
Channel Frequency band (kHz) PLC coupling board (PL360) PLC coupling (PL460)

1 41 - 89

ATPLCOUP000
ATPLCOUP001
ATPLCOUP003
ATPLCOUP004
ATPLCOUP007
ATPLCOUP011

Main branch or auxiliary branch

2 96 - 143 Not supported Not supported

3 151 - 198
ATPLCOUP006
ATPLCOUP011

Main branch (FCC or FCC with high
attenuation)

4 206 - 253

ATPLCOUP002
ATPLCOUP006
ATPLCOUP011

Main branch (FCC or FCC with high
attenuation)

5 260 - 308

ATPLCOUP002
ATPLCOUP006
ATPLCOUP009
ATPLCOUP011

Main branch (FCC or FCC with high
attenuation)

6 315 - 362

ATPLCOUP002
ATPLCOUP006
ATPLCOUP011

Main branch (FCC or FCC with high
attenuation)

7 370 - 417

ATPLCOUP002
ATPLCOUP006
ATPLCOUP011

Main branch (FCC or FCC with high
attenuation)

8 424 - 472
ATPLCOUP006
ATPLCOUP011

Main branch (FCC or FCC with high
attenuation)

The available frequency bands for RF are defined in the IEEE 802.15.4 standard. To configure the RF
band, see the corresponding chapter.

The PRIME FW stack needs PHY parameters to be kept safe in a non-volatile storage area in case the
system restarts for any reason.
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These PHY parameters are the communication channels in PLC and RF as well as the PLC channel
lists.

The PRIME FW stack uses a configuration key to determine whether these parameters are available
in the non-volatile storage or not. The structure with the configuration key and the PHY parameters
that must be kept in the non-volatile storage area is defined in file hal.h as follows:

   /** Configuration key to manage PHY params */
   #define HAL_PRIME_PHY_CONFIG_KEY  0xAA99

   /** Type to manage PHY params */
   typedef struct {
      uint16_t us_cfg_key;
      uint16_t rfChannel;
      uint8_t txrxChannel;
      uint8_t txrxChannelList;
      uint8_t txrxDoubleChannelList;
   } x_phy_cfg_t;

Whenever the system restarts, the PRIME FW stack checks the configuration key stored in the non-
volatile storage area. If the stored key matches the value defined by HAL_PRIME_PHY_CONFIG_KEY,
then the PRIME FW stack considers that the stored values are valid and reads them from the
non-volatile storage area. However, if the stored key does not match HAL_PRIME_PHY_CONFIG_KEY,
then the stored values are discarded and the PRIME FW stack reads and stores the default values
from the PHY layer.

The PHY parameters can be updated by users any time during operation. The RF
communication channel can be changed using the standard PIB attribute PIB_PHY_RF_CHANNEL
(0x1010), while the PLC channel and the PLC channel listst can be changed using vendor
specific PIB attributes PIB_PHY_TX_CHANNEL (0x8090), PIB_PHY_TXRX_CHANNEL_LIST (0x8092) and
PIB_PHY_TXRX_DOUBLE_CHANNEL_LIST (0x8093) described in Table 12-6. The changed values are
always stored in the non-volatile storage area. After a reset, since the configuration key matches the
defined value HAL_PRIME_PHY_CONFIG_KEY, the last values stored in the non-volatile storage area
will be the ones used by the stack.

Important: Do not change the value assigned to the configuration key
HAL_PRIME_PHY_CONFIG_KEY because this is a compilation constant in the
PRIME FW stack library.

The PRIME FW stack invokes the functions included in file hal_cfg.c of the HAL with the configuration
type set to HAL_PHYCFG_OFFSET_USER_SIGN in order to access the PHY parameters in the non-
volatile storage area.

3.2.3 PLC Coupling (PL360 Platform)
When using the PL360 platform, the hardware coupling implemented in the user board must only
be taken into account when using ATPLCOUP011. In that case, the parameter PAL_ENABLE_C11_CFG
must be defined in file conf_pal.h.

   /* If coupling 11 is chosen */
   #define PAL_ENABLE_C11_CFG

3.2.4 PLC Coupling (PL460 Platform)
When using the PL460 platform, the default configuration uses the main branch for FCC channels
and the auxiliary branch to transmit in channel 1.
   /* PL460 + PLCOUP007 (Single Branch) / PL460 CEN-A (Single Branch) configuration */
   /* #define PAL_ENABLE_PL460_CEN_A_CFG */
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   /* PL460 FCC-SB (Single Branch) / FCC-1.5B (1.5 Branch) configuration */
   /* #define PAL_ENABLE_PL460_FCC_1_5B_CFG */

To use the hardware variant in order to transmit in channel 1 using the main branch, the parameter
PAL_ENABLE_PL460_CEN_A_CFG must be defined in file conf_pal.h.
   /* PL460 + PLCOUP007 (Single Branch) / PL460 CEN-A (Single Branch) configuration */
   #define PAL_ENABLE_PL460_CEN_A_CFG
   
   /* PL460 FCC-SB (Single Branch) / FCC-1.5B (1.5 Branch) configuration */
   /* #define PAL_ENABLE_PL460_FCC_1_5B_CFG */

To use the hardware high attenuation variant in order to transmit in FCC channels using the main
branch, the parameter PAL_ENABLE_PL460_FCC_1_5B_CFG must be defined in file conf_pal.h.
   /* PL460 + PLCOUP007 (Single Branch) / PL460 CEN-A (Single Branch) configuration */
   /* #define PAL_ENABLE_PL460_CEN_A_CFG */
   
   /* PL460 FCC-SB (Single Branch) / FCC-1.5B (1.5 Branch) configuration */
   #define PAL_ENABLE_PL460_FCC_1_5B_CFG

3.2.5 Band Plan in PLC
When using a version of the PLC PHY layer that can handle several communications channels, as
shown in Table 3-2, the user can configure which set of channels the node is allowed to operate on
by setting USER_BAND_PLAN in file conf_pal.h. If USER_BAND_PLAN is not defined, the node is allowed
to operate on each one of the channels supported by the PLC PHY layer.
   /* Define the band plan */
   #define USER_BAND_PLAN  (CHANNEL3 | CHANNEL4 | CHANNEL7)

Additionally, it is also possible to configure a second band plan to use a double channel, i.e., two
concurrent channels. To do so, the user must first define PAL_ENABLE_MULTICHANNEL and then
USER_BAND_PLAN_2CH in file conf_pal.h.
   /* Enable Multichannel */
   #define PAL_ENABLE_MULTICHANNEL

   #ifdef PAL_ENABLE_MULTICHANNEL
   /* Maximum number of channels supported */
   #define PAL_MAX_NUM_CHANNELS         2 /* Double channel */

   /* Define the band plan */
   /*#define USER_BAND_PLAN_2CH  (CHANNEL34) */

   #endif /* PAL_ENABLE_MULTICHANNEL */

Attention: Microchip provides two different binary files of the PL360 firmware
depending on the support of the double channel functionality. Users must make
sure that they load the right one according to their band plan configuration.

Important: In the SAMG55 platform it is not possible to configure a second band
plan with double channel together with an RF PHY layer due to the lack of internal
memory space. See chapter Memory Allocation for more information.
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Important: When a Service Node has a band plan which includes several PLC
channels, it will scan all of them until it finds traffic, starting with the last channel
used. This also applies when there is a second band plan for double channels
– all single and double channels in the band plans will be included in the band
scanning process. This process may slow down network formation. Therefore,
if users know the channel their network is going to use, it is recommended to
configure it in the band plan either beforehand or in a stack upgrade.

Attention: In a dual mode setting, channel 1 must always be part of the PLC
band plan of PRIME FW stack 1.4 because that is the only channel supported in
PRIME FW stack 1.3. If channel 1 is not included, it will not be possible to swap
between PRIME FW stack versions.

3.2.6 Band Plan in RF
The channels used in the RF PHY layer depend on the operation mode: SUN FSK or OFDM. This is
configured by setting RF_PHY_OPERATION_MODE n file conf_pal.h.
   /* RF Operation definition */
   #define RF_PHY_OPERATION_MODE AT86RF_SUN_FSK_BAND_863_OPM1
   /* #define RF_PHY_OPERATION_MODE AT86RF_SUN_OFDM_BAND_863_OPT4 */

3.2.7 Security Profile
The PRIME FW stack supports the three security profiles (0,1, 2) defined by the PRIME specification.
The security profile used in a PRIME network is set by the base node but the service node indicates
upon registration the maximum security profile that it supports. This must be defined in file
conf_mac.h by setting the required security profile in MAC_SECURITY_PROFILE.

By default, the security profile is set to 0, i.e. no security.

   /* Security profile */
   #define MAC_SECURITY_PROFILE       0

3.2.8 Device Unique Key
A DUK is mandatory for a normal operation of the PRIME FW stack when the security profile is 1 or 2
(see chapter Security Profile). The DUK is unique to the service node and it is provided using the PIB
PIB_MAC_DUK (0x005B). The DUK must be kept safe in a non-volatile storage area in case the system
restarts for any reason.

Important: Note that whenever the system restarts when the security profile is 1
or 2 and the PRIME FW stack cannot find a DUK, it enters into MTP mode.

The PRIME FW stack uses a configuration key to determine whether the DUK is available in the
non-volatile storage or not. The structure with the configuration key and the DUK that must be kept
in the non-volatile storage area is defined in file hal.h as follows:

   /** Configuration key to manage DUK  */
   #define HAL_SEC_CONFIG_KEY     0x5AA5

   /** Type to manage DUK */
   typedef struct {
    uint16_t us_cfg_key;
    uint8_t duk[16];
    } x_sec_cfg_t;
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Whenever the system restarts, the PRIME FW stack checks the configuration key stored in the non-
volatile storage area. If the stored key does not match the value defined by HAL_SEC_CONFIG_KEY,
the PRIME FW stack enters into MTP mode. If the stored key matches HAL_SEC_CONFIG_KEY, the
DUK is read and the PRIME FW stack starts in normal operating mode. Users can set the DUK using
PIB PIB_MAC_DUK (0x005B). The DUK is then stored in the non-volatile storage area.

Important: Do not change the value assigned to the configuration key
HAL_SEC_CONFIG_KEY because this is a compilation constant in the PRIME FW
stack library.

The PRIME FW stack invokes the functions included in file hal_cfg.c of the HAL with the configuration
type set to HAL_SECURITY_OFFSET_USER_SIGN in order to access the DUK in the non-volatile
storage area.

3.2.9 MAC Address
A MAC address is mandatory for a normal operation of the PRIME FW stack. The MAC address
identifies the node in the network and therefore it must be kept safe in a non-volatile storage area in
case the system restarts for any reason.

Important: Note that whenever the system restarts and the PRIME FW stack
cannot find a valid MAC address, it enters into MTP mode.

The PRIME FW stack uses a configuration key to determine whether the MAC address is available in
the non-volatile storage or not. The structure with the configuration key and the MAC address that
must be kept in the non-volatile storage area is defined in file hal.h as follows:

   /** Configuration key to manage MAC address */
   #define HAL_MAC_CONFIG_KEY    0xAA55

   /** Type to manage MAC address */
   typedef struct {
      uint16_t us_cfg_key;
      uint8_t uc_mac[6];
   } x_mac_cfg_t;

Whenever the system restarts, the PRIME FW stack checks the configuration key stored in the non-
volatile storage area. If the stored key does not match the value defined by HAL_MAC_CONFIG_KEY,
the PRIME FW stack enters into MTP mode. Users can then set the MAC address using the vendor
specific PIB 0x8100 (PIB_MTP_MAC_EUI_48 in Table 12-7). The MAC address is then stored in the
non-volatile storage area. If the stored key matches HAL_MAC_CONFIG_KEY, the MAC address is read
and the PRIME FW stack starts in normal operating mode.

Important: Do not change the value assigned to the configuration key
HAL_MAC_CONFIG_KEY because this is a compilation constant in the PRIME FW
stack library.

The PRIME FW stack invokes the functions included in file hal_cfg.c of the HAL with the configuration
type set to HAL_MACCFG_OFFSET_USER_SIGN in order to access the MAC address in the non-volatile
storage area.
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3.2.10 Enabling PLC PHY Layer
The PLC PHY layer is enabled in file conf_pal.h by defining PAL_PLC.
   /* Definition of available PHY layers */
   #define PAL_PLC

3.2.11 Enabling RF PHY Layer
The RF PHY layer is enabled in file conf_pal.h by defining PAL_RF.
   /* Definition of available PHY layers */
   #define PAL_RF

3.2.12 Frequency Hopping
The RF PHY layer can configured to use only one RF channel from the selected band plan or to use
several RF channels for frequency hopping. The frequency hopping is enabled in file conf_pal.h by
defining RF_FREQUENCY_HOPPING_ENABLED.

  /* RF_FREQUENCY_HOPPING_ENABLED */
  #define RF_FREQUENCY_HOPPING_ENABLED

When frequency hopping is enabled, users must set the ranges of channels included in and
excluded from the main sequence as well as the beacon sequence. This is also set in file conf_pal.h.
  #ifdef RF_FREQUENCY_HOPPING_ENABLED

  /* Channel initial and final for each range, and number of ranges */
  #define NUM_RANGES_CHANNELS_INCLUDED_SEQUENCE   1
  #define RANGES_CHANNELS_INCLUDED_SEQUENCE       {{ 1, 67}}

  /* Excluded channels */
  #define NUM_CHANNELS_EXCLUDED                   1
  #define CHANNELS_EXLUDED                        {34}

  /* Number of channels MAC_HOPPING_SEQUENCE_LENGTH */
  #define MAC_HOPPING_SEQUENCE_LENGTH             66

  /* Channels for BCN_SEQUENCE, maximum 32 channels */
  #define NUM_CHANNELS_BCN_SEQUENCE               3
  #define CHANNELS_BCN_SEQUENCE                   { 0, 34, 68}

  /* Define MAC_HOPPING_BCN_SEQUENCE_LENGTH */
  #define MAC_HOPPING_BCN_SEQUENCE_LENGTH         3

  #endif

3.2.13 PL360 Firmware Information (PL360/PL460 Platform)
Users must configure information related to the PL360 firmware that is loaded into the
PL360 device. This information includes the address where the binary image is stored
(ATPL360_BINARY_ADDRESS) as well as its size (ATPL360_BINARY_LEN). These values must be
taken into account when assigning memory resources. See chapter Memory Allocation for more
information.

    /* Component ATPL360 Binary Information */
    #define ATPL360_BINARY_ADDRESS        0x010B8000
    #define ATPL360_BINARY_LEN            0x18000

Important: The allocated size of the PL360 firmware might vary depending on
the support of the double channel functionality.
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3.2.14 Sniffer Serialization
The different PHY layers include an embedded sniffer, which provides the traffic via serial interface
so that it can be analyzed if necessary.

To set the port number for the serialized sniffer in conf_pal.h, see chapter Linking of PRIME Sniffer.

To configure the sniffer for the PLC PHY layer, users must enable the code related to the embedded
sniffer in file conf_atpl360.h:
   /* Enable ADDONS module */
   #define ATPL360_ADDONS_ENABLE

To configure the sniffer for the RF PHY layer, users must enable the code related to the embedded
sniffer in file conf_at86rf.h:
   /* Enable AT86RF215 addon for PRIME sniffer */
   #define AT86RF_ADDONS_ENABLE

Important: When the embedded sniffer code is included, the sniffer serialization
can be enabled and disabled through the vendor specific PIB attribute 0x8106
(PIB_PHY_SNIFFER_ENABLED in Table 12-6).

The sniffer frame format can be found in chapter PRIME Sniffer Frame Format.

3.2.15 Serial Communication Profile of PRIME Management Plane
The Management Plane can be accessed through the Serial Communication Profile, as described
in the PRIME specification. If users want to use the Serial Communication Profile, they need to
define the port number for the serialization in file conf_mngp.h. See chapter Linking of Serial
Communication Profile of PRIME Management Plane for details.

Important: Note that the Serial Communication Profile of the Management Plane
is required for PRIME certification. See the PRIME Certification test book for more
information.

3.2.16 PRIME Mode
The PRIME FW stack library must be configured for the right type of node (board mode) and for
the correct version of the PRIME specification. This information must be kept safe in a non-volatile
storage area so that it can be recovered in case of restart.

The PRIME FW stack uses a configuration key to determine whether the PRIME mode information
is available in the non-volatile storage or not. The structure with the configuration key and the
PRIME mode information that must be kept in the non-volatile storage area is defined in file hal.h as
follows:

   /** Configuration key to manage PRIME mode */
   #define HAL_PRIME_MODE_CONFIG_KEY    0xA55A

   /** Type to manage PRIME mode configuration.
   * board_mode indicates board function (PRIME_BN or PRIME_SN)
   * prime_version indicates protocol version (PRIME_1_3, PRIME_1_4 or PRIME_BC)
   */
   typedef struct {
      uint16_t key;
      uint8_t prime_version;
      uint8_t board_mode;
   } x_prime_mode_info_cfg_t;
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Whenever the system restarts, the PRIME FW stack checks the configuration key stored
in the non-volatile storage area. If the stored key does not match the value defined by
HAL_PRIME_MODE_CONFIG_KEY, the PRIME FW stack reads and stores the default values defined
in file conf_mac.h. If the stored key matches HAL_PRIME_MODE_CONFIG_KEY but any of the stored
values does not match the value in file conf_mac.h, the values defined in conf_mac.h are read and
stored.

Important: Do not change the value assigned to the configuration key
HAL_PRIME_MODE_CONFIG_KEY because this is a compilation constant in the
PRIME FW stack library.

The PRIME FW stack invokes the functions included in file hal_cfg.c of the HAL with the configuration
type set to HAL_PRIME_MODE_OFFSET_USER_SIGN in order to access the MAC address in the non-
volatile storage area.

3.2.17 Zero Cross Detection in PLC
When using the PL360/PL460 platform, if there is a zero cross detection circuit in the user board, it
must be configured appropriately with the parameters available in the PL360 device. For additional
information, refer to the "PL360 Host Controller User Guide".

3.2.18 Network Behavior
The behavior of the PRIME FW stack can be altered by means of the PIB attributes described in the
PRIME specification.

The PRIME specification defines default values for some of these PIB attributes but the current
implementation is not always using the default ones. These modified values have been set to
achieve maximum performance on real networks.

The following table lists all read-write PIB attributes together with their default values according to
the PRIME specification and the values configured in the PRIME FW stack. Users are free to modify
any of these values through MLME or Management Plane primitives in order to customize the PRIME
FW stack according to their needs. These PIB attributes can be found in file mac_pib.h .

Table 3-3. Configured PIB Values in the PRIME FW Stack
Attribute ID PRIME default value Implementation

value

PIB_MAC_MIN_SWITCH_SEARCH_TIME 0x0010 24 32

PIB_MAC_MAX_PROMOTION_PDU 0x0011 2 2

PIB_MAC_PROMOTION_PDU_TX_PERIOD 0x0012 5 5

PIB_MAC_SCP_MAX_TX_ATTEMPTS 0x0014 5 5

PIB_MAC_TRAFFIC_BAND_TIMEOUT 0x0016 60 60

PIB_MAC_CTL_MSG_FAIL_TIME 0x0018 45 45

PIB_MAC_EMA_SMOOTHING 0x0019 3 0

PIB_MAC_MIN_BAND_SEARCH_TIME 0x001A 10 10

PIB_MAC_PROMOTION_MAX_TX_PERIOD 0x001B 32 32

PIB_MAC_PROMOTION_MIN_TX_PERIOD 0x001C 2 5

PIB_MAC_SAR_SIZE 0x001D 0 0

PIB_MAC_MAX_BAND_SEARCH_TIME 0x001E 1800 1800

PIB_MAC_UPDATED_RM_TIMEOUT 0x004B 240 60

PIB_MAC_ALV_HOP_REPETITIONS 0x004C 5 5

PIB_MAC_MIN_BE 0x0098 3 3
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...........continued
Attribute ID PRIME default value Implementation

value

PIB_MAC_MAX_BE 0x0099 5 5

PIB_MAC_MAX_CSMA_BACKOFFS 0x009A 4 4

PIB_MAC_HOPPING_PROMOTION_MAX_TX_PERIOD 0x009B 32 32

PIB_MAC_HOPPING_PROMOTION_MIN_TX_PERIOD 0x009C 2 2
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4. Integrating the PRIME FW Stack
The purpose of this section is to indicate requirements and provide recommendations in order to
integrate the PRIME FW stack into the user application.

The following issues must be taken into account:

• Memory allocation
• Hardware requirements
• Interfaces with the PRIME FW stack (PRIME API and HAL API)
• Integration requirements
• Main function structure

4.1 Memory Allocation
One of the most important features of the PRIME implementation is its ability to manage the PRIME
FW stack and the user application as separate software modules. The corresponding binary images
can be allocated to any memory addresses configured by the end user, thus providing a highly
flexible and versatile implementation. The PL360 firmware also requires a separate memory section.
There is no need to allocate space for the RF firmware as it is already stored in the AT86RF215
modem.

Important: The PRIME FW stack requires a minimum size of 136kB for its
memory sector in ROM and a minimum size of 44kB of RAM. Additionally, the
PL360 firmware with single channels requires a minimum size of 64kB for its
memory sector in ROM, while the PL360 firmware with double channels requires a
minimum size of 96kB for its memory sector in ROM.

The allocation address of the PRIME FW stack module is defined and managed by the user
application. All the PRIME functions in the PRIME API are referenced relatively to this address. The
pointer to the HAL API is also needed, so that the PRIME FW stack can invoke the HAL API functions
as shown in the figure below.
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Figure 4-1. Pointers in the User Application

PRIME FW Stack PRIME_MAC_SIZE

PRIME_API

HAL_API pointer

PRIME pointer

APP

HAL_API

PL360 Firmware PRIME_PHY_SIZE

Important: Users can reserve and manage as many memory regions as they
wish provided they keep at least one area for a copy of the last upgraded binary
file. The PRIME specification requires this in case the firmware upgrade process
must revert to a previous version.

4.1.1 Default Memory Allocation Example
The figures below depict the memory allocation configured in the provided application project
examples with bootloader. As it can be seen, there are several regions reserved for all the binaries
as well as for the firmware upgrade management, whose region must be at least as big as the
biggest binary region (according to the example provided by Microchip).

This memory distribution has been chosen to ease the firmware upgrade process. The memory
addresses can be configured in file conf_app_example.h. For example, for a Flash memory of 1MB in a
dual mode application:

   /* Define PRIME location in flash */
   #define PRIME_APP_SIZE                    0x00040000
   #define PRIME_MAC13_SIZE                  0x00020000
   #define PRIME_MAC14_SIZE                  0x00022000
   #define PRIME_PHY_SIZE                    0x00018000
   #define PRIME_IMAGE_SIZE                  0x00040000
   #define PRIME_APP_FLASH_LOCATION          0x01010000
   #define PRIME_IMAGE_FLASH_LOCATION        0x01050000
   #define PRIME_MAC14_FLASH_LOCATION        0x01090000
   #define PRIME_PHY_FLASH_LOCATION          0x010B8000
   #define PRIME_MAC13_FLASH_LOCATION        0x010D0000

Important: The address of the PLC PHY layer configured in file
conf_app_example.h must have the same value of the address of the PL360
firmware that is configured in file conf_pal.h (see chapter PL360 Firmware
Information (PL360/PL460 Platform).
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Figure 4-2. Flash Example for PRIME with Bootloader (Compilation with 1 MB Flash Memory in Dual Mode
Application)
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Bootloader: 16 kB reserved

User App: 256 kB reserved

FU image: 256 kB reserved

PL360 Firmware: 96 kB reserved

PRIME FW Stack 1.3: 128 kB reserved

PRIME FW Stack 1.4: 136 kB reserved

And this is an example for the SAMG55 platform, which does not support dual mode:
   /* Define PRIME location in flash */
   #define PRIME_APP_SIZE                    0x0001C000
   #define PRIME_MAC13_SIZE                  0x00020000
   #define PRIME_MAC14_SIZE                  0x00022000
   #define PRIME_PHY_SIZE                    0x00018000
   #define PRIME_IMAGE_SIZE                  0x00022000
   #define PRIME_APP_FLASH_LOCATION          0x00408000
   #define PRIME_IMAGE_FLASH_LOCATION        0x00424000
   #define PRIME_PHY_FLASH_LOCATION          0x00446000
   #define PRIME_MAC14_FLASH_LOCATION        0x0045E000
   #define PRIME_MAC13_FLASH_LOCATION        0x0045E000

Important: The address of the PLC PHY layer configured in file
conf_app_example.h must have the same value of the address of the PL360
firmware that is configured in file conf_pal.h (see chapter PL360 Firmware
Information (PL360/PL460 Platform).
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Figure 4-3. Flash Example for PRIME with Bootloader (Compilation for SAMG55)
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Additionally, the PRIME FW stack imposes memory requirements to the user application regarding
the RAM. This is shown in the next figure. The memory addresses and sizes are defined in the linker
scripts that go with the application examples.

Figure 4-4. 128 kB SRAM Memory Map
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4.2 Hardware Resources Usage
MCU hardware resources include microcontroller peripherals, buses, timers, IRQ lines, I/O registers,
and so on. Since many of these interfaces have corresponding APIs in the HAL, users are
encouraged to use the high-level APIs instead of the low-level register interfaces to ensure that the
resource usage does not overlap with that of the PRIME FW stack. The hardware resources reserved
for internal use by the PRIME FW stack are the following:

• Mandatory timers: The 1µs service requires one timer TCx to have a common timer reference
between the PHY and the MAC layer.

• Exceptional timers: During certification, when a UART or USART is required (see Chapter Serial
Communication Profile of PRIME Management Plane), a timer TCx is used.
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• SPI: The PLC and RF PHY layers might require one or two SPI ports depending on the platform.
• DMA: DMA0 is used.
• Interrupts: The PLC PHY layer uses a GPIO as PLC External Interrupt pin (EINT).

Important: Hardware resources reserved for use by the PRIME FW stack must
not be accessed by the user application.

4.2.1 Data Storage
The PRIME FW stack requires to store data in a non-volatile storage area that must be provided by
users. Non-volatile data are:
• the MAC address (see chapter MAC Address)
• the DUK (see chapter Device Unique Key)
• the PRIME mode (see chapter PRIME Mode)
• the PHY parameters (see chapter Communication Channel and other PHY Parameters)

4.3 PRIME Interfaces
As shown in Figure 1-1, the PRIME FW stack has two interfaces: one towards the user application and
another one towards the HAL.

4.3.1 PRIME API
The PRIME API is the only interface that the user application must use to interact with the PRIME FW
stack.

The PRIME API is based on a request/confirm mechanism, which is a particular instance of an event-
driven programming model. A request is an asynchronous call to the underlying stack to perform
some action on behalf of the user application; a confirm is the callback that executes when that
action has been completed and the result of that action is available.

Apart from request/confirm pairs, there are cases when the application needs to be notified of an
external event that is not a reply to any specific request. For this, there are a number of user-defined
callbacks named indications that are invoked by the stack asynchronously. Note that during the
execution of an indication callback, it is not permitted to invoke any request as this could lead to the
generation of a callback chain.

Important: Callback functions must be registered in the PRIME FW stack by the
user application upon initialization (see chapter Main Function Structure).
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Figure 4-5. API Calls in Event-Driven Programming
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The confirm callback can be divided in two types:

• Asynchronous: For most operations, request execution takes a considerable amount of time and
a confirm callback function can be called seconds after the request was issued. During this time,
the application must postpone other requests of the same type until the first request is completed.
(i.e.: previous confirm has been received). Furthermore, it is not recommended to execute any
other action after invoking the request. Considering that the PRIME FW stack always replies with a
confirm, the application must wait for the corresponding confirm before performing a new request
of the same type

• Immediate: For PLME and MLME operations, the confirm callback function is called right away
from the request during the same execution cycle, i.e. it acts as a normal function call and it
is thus possible to perform other actions after the request. Note that for any operation (not
only PLME or MLME), when the result is not successful, the confirm callback function is called
immediately instead of asynchronously

The complete PRIME API structure is located relatively to the address indicated by the prime_api
pointer. It is defined as a set of macros in the header file prime_api.h. The function parameters
are defined in several defs header files depending on the layer the function is related to. The user
application can simply call these functions without modifying them. For more information, see
chapter API of PRIME FW Stack.

4.3.1.1 Request/Confirm Example
Consider the establishment of a MAC connection from a node. The user application needs to call the
following function:

prime_cl_null_establish_request(uint8_t *puc_eui48, uint8_t uc_type, uint8_t *puc_data, 
uint16_t us_data_len, uint8_t uc_arq, uint8_t uc_cfbytes);

Previously, it has registered the callback to the corresponding confirm (see chapter PRIME FW Stack
Initialization), which must be a function of the following type:

typedef void (*mac_establish_cfm_cb_t)(uint16_t us_con_handle, mac_establish_confirm_result_t 
uc_result, uint8_t *puc_eui48, uint8_t uc_type, uint8_t *puc_data, uint16_t us_data_len);

The example illustrates a particular instance of using a request/confirm mechanism but all other
uses follow the same approach.
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4.3.1.2 Indication/Response Example
If the user application wants to be informed about the establishment of a MAC connection in
the node, it must register a callback to the corresponding indication (see chapter PRIME Callback
Functions), which must be a function of the following type:

typedef void (*mac_establish_ind_cb_t)(uint16_t us_con_handle, uint8_t *puc_eui48, uint8_t 
uc_type, uint8_t *puc_data, uint16_t us_data_len, uint8_t uc_cfbytes);

Indications may or may not need a response. In this example, the callback code for the indication
must include a call to the following function:

prime_cl_null_establish_response(uint16_t us_con_handle, mac_establish_response_answer_t 
uc_answer, uint8_t *puc_data, uint16_t us_data_len);

The example illustrates a particular instance of using an indication mechanism but all other uses
follow the same approach.

4.3.2 HAL API
Apart from the PRIME FW stack, Microchip provides an open code of the Hardware Abstraction Layer
(HAL). The HAL functionalities are used both by the user application as well as by the PRIME FW
stack.

The HAL can be allocated at any address within the region of the user application, which must
keep a pointer to the HAL API functions. This pointer must be passed to the PRIME FW stack at
initialization.

The API of the HAL, defined in header file hal.h, must not be changed under any
circumstances.

Important: Note that the provided HAL source code is only an implementation
example. Users should modify the function code according to their hardware and
specifications.

The HAL contains all platform (i.e., MCU and board) specific functionality (required by the PRIME FW
stack) and provides interfaces to the upper modules. Therefore, all upper modules are independent
from the underlying platform.

The HAL provides interfaces to several components, such as the PLC access functionality through
SPI or access to persistent storage (for example, serial Flash) among others. These components are
implemented as software blocks which interact with the hardware.

The HAL also implements software components that may or may not interact with the hardware.
For example, the CRC component or the serial interface to handle the different serial interfaces
described in the PRIME specification through one or more UART ports. The Universal Serial Interface
(USI) is an example of implementation of this serial interface. For additional information about
services in the USI, refer to the Application Note "PLC Universal Serial Interface".

The following table shows all HAL functions used by the PRIME FW stack, the file where they are
implemented and a brief description of their usage. Note that there might be other functions not
described here but available in hal.h. Those functions are irrelevant in this context.

Table 4-1. HAL API
Function File Description

hal_restart_system hal.c Restart the complete system.

hal_pcrc_calc hal_pcrc.c Calculate the CRC of the input buffer according to the PRIME specification.



 PIC32CXMTx, SAM4C, SAMG55, PL360, PL460, AT86RF215
Integrating the PRIME FW Stack

 User Guide
© 2024 Microchip Technology Inc. and its subsidiaries

DS50002759D - 32

...........continued
Function File Description

hal_pcrc_config_sna hal_pcrc.c Configure the SNA for the CRC.

hal_fu_data_write hal_fu.c Write data in memory during FU.

hal_fu_data_cfg_read hal_fu.c Read FU configuration data.

hal_fu_data_cfg_write hal_fu.c Write FU configuration data.

hal_fu_start hal_fu.c Initialize and unlock memory for a FU process.

hal_fu_end hal_fu.c Finish the FU process.

hal_fu_revert hal_fu.c Revert to the old firmware.

hal_fu_crc_calculate hal_fu.c Calculate the CRC of the received file.

hal_fu_crc_set_callback hal_fu.c Specify the callback function to provide the calculated CRC.

hal_fu_signature_image_check hal_fu.c Check the signature of the received file and verify its validity.

hal_fu_signature_image_check_set_callb
ack hal_fu.c Specify the callback function to indicate if signature and image are correct

or not.

hal_fu_get_bitmap hal_fu.c Get bitmap with the status of each page.

hal_plc_init1 hal_plc.c Initialize the PLC interface.

hal_plc_reset1 hal_plc.c Reset the internal PLC modem.

hal_plc_set_handler1 hal_plc.c Specify the callback function for the PLC interrupt.

hal_plc_tx_signal hal_plc.c Indicate a transmission event.

hal_plc_rx_signal hal_plc.c Indicate a reception event.

hal_get_config_info2 hal_cfg.c Read configuration parameters. This function disables all interrupts
when accessing the User Signature.

hal_set_config_info2 hal_cfg.c Write configuration parameters. This function disables all interrupts
when accessing the User Signature.

hal_usi_set_callback hal_usi.c Specify the callback function for a given protocol.

hal_usi_send_cmd hal_usi.c Transmit data through the serial interface.

hal_trng_init hal_trng.c Initialize the true random number generator.

hal_trng_read hal_trng.c Read information from the true random number generator.

hal_debug_report hal.c Report a debug error.

hal_plc_send_boot_cmd3 hal_plc.c Send a boot command. This function disables all interrupts.
hal_plc_send_wrrd_cmd3 hal_plc.c Send a write/read command. This function disables all interrupts.
hal_plc_enable_interrupt3 hal_plc.c Enable or disable the PLC interrupt.

hal_plc_delay3 hal_plc.c Delay execution.

hal_pib_get_request hal_pib.c Get user specific PIB value.

hal_pib_get_request_set_callback hal_pib.c Specify the callback function to get a user specific PIB value.

hal_pib_set_request hal_pib.c Set user specific PIB value.

hal_pib_set_request_set_callback hal_pib.c Specify the callback function to return the result of setting a user specific
PIB value.

hal_aes_init hal_aes.c Initialize the AES module.

hal_aes_set_callback hal_aes.c Specify the callback function to return the results of encryption/
decryption.

hal_aes_key hal_aes.c Provide the key for encryption/decryption.

hal_aes_crypt hal_aes.c Trigger encryption/decryption.

hal_swap_stack hal.c Request to swap the PRIME FW stack.

hal_plc_set_stby_mode3 hal_plc.c Set the stand-by mode.

hal_plc_get_thermal_warning3 hal_plc.c Check if there is a thermal warning active.

timer_1us_get timer_1us.c Get the current time in microseconds.

timer_1us_set_int timer_1us.c Set an interrupt for the specified time in microseconds.

timer_1us_cancel_int timer_1us.c Cancel a programmed time interrupt.
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...........continued
Function File Description

timer_1us_enable_interrupt timer_1us.c Enable/disable the TC interrupt.

prf_if_init4 prf_if.c Initialize the PHY RF interface.

prf_if_reset4 prf_if.c Reset the RF transceiver.

prf_if_enable_interrupt4 prf_if.c Enable/disable the RF interrupt.

prf_if_set_handler4 prf_if.c Set an interrupt handler for the specified interrupt source.

prf_if_send_spi_cmd4 prf_if.c Launch an SPI transaction to the RF transceiver.

prf_if_is_spi_busy4 prf_if.c Check if the SPI is busy.

prf_if_led4 prf_if.c Turn on/off the LED in the RF transceiver.

Notes: 
1.

Microchip does not recommend changing these functions as they are related
to the PLC interrupt.

2.

Important: The Microchip implementation of these functions uses the User
Signature in the MCU to store some configuration parameters. This is just an
example. Users can store such parameters in any non-volatile storage area of
their choice and then they must update these functions accordingly.

3. These functions are only available in the PL360/PL460 platform.
4. These functions are only available in the RF platform.

4.4 PRIME Integration Requirements
The goal of this section is to provide recommendations, requirements and limitations to be taken
into account in the application development with the PRIME FW stack. Users are strongly advised to
follow these guidelines.

Failure to comply with the requirements may result in an anomalous and/or
unexpected behavior of the PRIME node.

4.4.1 Task Manager, Priorities and Preemption
A major aspect of application development is managing the control flow and ensuring that different
parts of the application do not interfere with each other's execution. The PRIME FW stack can be
integrated in the user application like any other task.

Important: The PRIME task must have at least the same or a higher priority than
any other user task.

If several user tasks are defined, then it is highly recommended to configure the user tasks with a
lower priority than the PRIME task. The reason to do this is to ensure that the PRIME task is executed
as soon as the system tick arrives, in the defined timer rate. This synchronization is critical for the
PRIME FW stack.
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Important: Call the PRIME FW stack process every 10ms as a maximum period,
ideally every 5ms.

Note that the maximum execution time of the PRIME FW stack process is less than 1ms.

4.4.2 Stack Size
Users must take into account their own user tasks. User tasks need to have an appropriate stack
size to guarantee that no heap task overflow occurs. The optimal number of tasks and memory task
stack sizes need to be configured by users to avoid unexpected behaviors. This also applies to the
PRIME task stack size because it depends on the callback functions implemented by users.

Important: Users must calculate the stack size considering the PRIME FW stack
functions, the HAL functions and the application functions in order to obtain the
worst case. Then, they should add a safety margin.

4.4.3 Other Coding Requirements
The following requirements must be taken into account for a proper system performance:

• Avoid invoking a request function inside a callback function. This increases the call stack size
and may provoke endless loops. For example, do not request to send data in the same callback
function that handles the confirm of a data request.

• Set to NULL all unused callback function pointers:
   memset(&mac_cbs, NULL, sizeof(mac_cbs));
   memset(&cl432_cbs, NULL, sizeof(cl432_cbs));

• Provide the callback function pointers again after an MLME_RESET.confirm primitive.
• Do not modify critical regions in the HAL. The PRIME process already disables any interrupts that

could affect its operation (all interrupts with priority 2 and higher). When the PRIME process has
finished, disabled interrupts are enabled again.

• When security has been configured and the AES hardware module, when available, is used, the
priority of AES must be set to 1, so that the related interrupt is not disabled during the PRIME
process execution.

• Do not modify the functions and parameters in the PRIME API and the HAL API.
• Modify the available user configuration files according to your needs.
• Give a MAC address to the board. If the PRIME FW stack cannot find a MAC address, it enters into

MTP mode.
• Give a DUK to the board when security has been configured. If the PRIME FW stack cannot find a

DUK, it enters into MTP mode.
• Do not reset the software in the function that receives the result of the FU process. The reset

must take place in a user task.
• Do not reset the software or change the PRIME API pointer in the function that requests a swap

of the PRIME FW stack versions. The reset or pointer change must take place in a user task.
• Define an exclusive serial port number for the Serial Communication Profile of the Management

Plane (only required for PRIME certification).
• Initialize and refresh the watchdog to avoid hangings of any application during execution.
• Use the supply monitor controller, if available in the board, to avoid malfunctions.
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4.4.4 CPU Usage
The CPU usage due to the PRIME FW stacks varies depending on the task that is being executed.

4.5 Main Function Structure
Every user application contains a main function, which is, as usual, the starting point of the
application. A basic main function is presented below.

Example of main function
   int main(void)
   {
      /* Function to setup clocking. */
      sysclk_init();

      /* Ensure all priority bits are assigned as preemption priority bits.*/
      NVIC_SetPriorityGrouping(__NVIC_PRIO_BITS);

      /* Library function to setup for the evaluation kit being used.*/
      board_init();

      /* Configure supply monitor */
      hal_setup_supply_monitor(CONTINUOUS_MONITORING, THRESHOLD_3V04);

      /* Initialize flash: 6 wait states for flash writing. */
      flash_init(FLASH_ACCESS_MODE_128, CHIP_FLASH_WRITE_WAIT_STATE);
         
      /* Set up watchdog */    
      hal_watchdog_setup(WATCHDOG_TIME);

      /* Configure console */
      _configure_dbg_console();
      puts(STRING_HEADER);

      /* Initialize hal layer */
      hal_init();

      /* Init HAL callback for stack swap request */
      hal_swap_stack_set_callback(_prime_swap_stack_request);

      /* Read PRIME ptr address */
      prime_api = PRIME_MAC_FLASH_LOCATION;

      /* Initialize PRIME stack */
      prime_init((hal_api_t *)&hal_api);
       
      /* Init HAL PLC signalling */
      hal_plc_set_tx_signalling_handler(_blink_plc_tx_activity_led);
      hal_plc_set_rx_signalling_handler(_blink_plc_rx_activity_led);

      /* Init user application (callbacks to PRIME) */
      app_init();

      while (1) {
            /* Restart watchdog */
            wdt_restart(WDT);
            
            /* Process HAL layer */
            hal_process();
   
            /* Process PRIME stack */
            prime_process();

            /* Process user application */
            app_process();
      }
   }

A developer can add additional code into the body of the function, but the main function should
always follow the structure provided:

1. Set the prime_api pointer

2. Invoke the prime_init() function to initialize the PRIME FW stack
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3. Invoke the prime_process() function in the infinite loop to pass control to the task manager

The task manager begins invoking the task handlers of each layer in order of priority (from
highest to lowest), eventually invoking the application task handler. Following the initial call to the
application task handler, the control flow passes between the PRIME FW stack and the callbacks, as
shown in Figure 4-5.

Important: The pointer to the HAL functions must be passed to the PRIME
FW stack at initialization. Users are also responsible for initializing, starting and
running the HAL.

Important: In order to avoid hangings of any application during execution, it is
recommended to initialize and refresh the watchdog. This is a driver available in
any Microchip board.

In order to start using the PRIME FW stack, it is necessary to initialize different parameters and to
call the corresponding initialization functions. These actions must follow the order indicated in the
next sections.

4.5.1 Pointer to the PRIME FW Stack
In order to call the functions of the PRIME API, the prime_api pointer must be available. The user is
responsible for setting this pointer according to the required memory allocation.

4.5.2 PRIME FW Stack Swap
When a node detects traffic from a different stack version, it notifies it to the HAL with function
hal_swap_stack (see HAL API) indicating the type of the detected traffic. If users want to be
notified about this in their application, the corresponding callback function must be provided to the
HAL with the following function:

void hal_swap_stack_set_callback(void (*p_handler)(uint8_t uc_traffic));

Parameters:

• p_handler: Pointer address to the callback function

4.5.3 PLC Signaling (optional)
If users want to be notified about PLC transmission and reception events, the corresponding
callback functions must be provided to the HAL.

4.5.3.1 Providing the Pointer to the Transmission Event Callback Function
To set up the callback for transmission events, the following function must be used:

void hal_plc_set_tx_signalling_handler(void (*p_handler)(void));

Parameters:

• p_handler: Pointer address to the callback function

4.5.3.2 Providing the Pointer to the Reception Event Callback Function
To set up the callback for reception events, the following function must be used:

void hal_plc_set_rx_signalling_handler(void (*p_handler)(void));

Parameters:
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• p_handler: Pointer address to the callback function

4.5.4 PRIME FW Stack Initialization
After setting up pointers, the user application can call the initialization function of the PRIME FW
stack. Additionally, since the HAL is part of the application, the application must provide the HAL
pointer to the PRIME FW stack at this point. The function used for this purpose is the following:

prime_init(void *px_hal_api);

Parameters:

• px_hal_api: Pointer to the HAL API

Important: This function initializes the complete PRIME FW stack, from the PHY
layer to the CL shown in Block Diagram of the PRIME FW Stack Architecture.

4.5.5 PRIME Callback Functions
In order to be informed about confirm and indication primitives from the MAC layer and the CL,
when the user application is initialized, it must set up required callback function pointers. This must
be performed after the PRIME FW stack has been initialized. The following functions are used:

void prime_cl_null_set_callbacks(mac_set_callbacks_t *mac_cbs);

Parameters:

• mac_cbs: Pointer to the callback structure of the MAC layer (see chapter Callback Functions in the
MAC Layer for details)

void prime_cl_432_set_callbacks(cl_432_set_callbacks_t *cl432_cbs);

Parameters:

• cl432_cbs: Pointer to the callback structure of the 4.32 SSCS (see chapter IEC 61334-4-32
Primitives for details)

This is an example of callback function pointer setup:

   mac_callbacks_t mac_cbs;
   cl_432_callbacks_t cl432_cbs;

   /* Initialize all callback pointers to NULL */
   memset(&mac_cbs, NULL, sizeof(mac_cbs));
   memset(&cl432_cbs, NULL, sizeof(cl432_cbs));

   /* Initialize callback pointers for MAC */
   mac_cbs.mlme_register_ind_cb = _user_app_mlme_register_ind_cb;
   mac_cbs.mlme_unregister_ind_cb = _user_app_mlme_unregister_ind_cb;
   mac_cbs.mac_establish_cfm_cb = _user_app_establish_confirm_cb;
   mac_cbs.mac_release_ind_cb = _user_app_release_ind_cb;
   mac_cbs.mac_data_ind_cb = _user_app_data_indication_cb;

   prime_cl_null_set_callbacks(&mac_cbs);

   /* Initialize callback pointers for 4.32 */
   cl432_cbs.cl_432_establish_cfm_cb = _user_app_cl_432_establish_cfm_cb;
   cl432_cbs.cl_432_release_cfm_cb = _user_app_cl_432_release_cfm_cb;
   cl432_cbs.cl_432_dl_data_ind_cb = _user_app_cl_432_dl_data_ind_cb;
   cl432_cbs.cl_432_dl_data_cfm_cb = _user_app_cl_432_dl_data_cfm_cb;

   prime_cl_432_set_callbacks(&cl432_cbs);
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4.5.6 PRIME FW Stack Process
Every program cycle, the PRIME FW stack must perform several actions for its normal operation. This
is achieved by calling the following function:

prime_process(void);

This function processes events and invokes the corresponding callback functions.

4.6 Application Configuration Parameters

4.6.1 Example Configuration – conf_app_example.h
In this file, users need to define anything related to their application. For example, the reserved
memory addresses, communication ports, etc.

4.6.2 HAL Configuration – conf_hal.h
Users need to define in this file the configurable hardware parameters according to their HAL code.
These can be timers, buffer sizes, interruptions, etc. (see chapter Hardware Resources Usage).

4.6.3 PRIME Stack Configuration – conf_prime_stack.h
This file enables parameter PRIME_API_SEPARATED_APPS to indicate that the PRIME FW stack is
separated from the user application.

Important: Currently, Microchip only provides support for separated
applications.

By commenting this parameter, users could also implement a monolithic architecture, that is, one
project contains both the PRIME FW stack library as well as the user application and only one binary
file is generated (including the PL360 firmware if necessary). However, a firmware upgrade of this
kind of architecture is not supported by the provided example applications. The main purpose of
this action would be to debug.

4.6.4 USI Configuration – conf_usi.h
This file configures the characteristics of the ports used for serializations. More information about
this file can be found in chapter Definition and Configuration of Serial Ports.
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5. Data Exchange
Users are free to use the provided specific convergence sublayers or access the MAC layer directly
to establish a MAC connection to exchange data between application peers. Such connections can
be made between a Base Node and a Service Node or between two Service Nodes (i.e. a direct
connection).

Please refer to PRIME specification for detailed information about the semantics of the primitives
available in the MAC service access point.

Please note that an Automatic Repeat Request (ARQ) mechanism is available in order to provide
guaranteed communications between peers.

Important: Remember that all requests to exchange data are followed by a
confirm and that the application must always wait for it before performing a new
request. The confirm can be immediate or be delayed for a considerable amount
of time. For communications with ARQ, the invocation of the confirm callback
could take up to several minutes. More information about the request/confirm
mechanism can be found in chapter PRIME API.

5.1 Null SSCS
Users can directly access the MAC layer through the Null SSCS.

Available signalling primitives can be found in Table 12-1.

Available data primitives can be found in Table 12-2.

The data exchange with MAC primitives can be enhanced by using a time reference. Microchip
recommends obtaining the local time with primitive PHY_TIMER.get in the PAL (see chapter
Management Primitives in the PAL). Note that the time units returned by this PHY primitive are
microseconds, whereas the time units of the time reference must be tenths of microsecond.

5.2 IEC 61334-4-32
Users can make use of the provided IEC 61334-4-32 compliant SSCS.

Available IEC 61334-4-34 primitives can be found in Table 12-5.

5.3 Automatic Repeat Request (ARQ)
The PRIME specification defines two kinds of ARQ: windowed and “Stop and wait”. The current
implementation of the PRIME FW stack only supports windowed ARQ with a window size fixed to 4.

The following figure shows how ARQ works. If the application needs more than one second to send
the reply, the Service Node sends the ACK after that time. If the response is received within one
second, the PRIME FW stack piggybacks the ACK in the response.
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Figure 5-1. ARQ with One Fragment and Piggyback
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In certain situations, it might be possible that the ACK is sent as soon as the request is received, i.e. it
is never piggybacked. That is shown in the next figure.

Figure 5-2. ARQ with One Fragment
BN SN METERDCU PLC

For long fragmented responses, there is an ACK piggybacked to each fragment and the BN sends the
ACK after receiving the last fragment, as shown in the following figure.
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Figure 5-3. ARQ with Four Fragments
BN SN METERDCU PLC
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It is possible that a fragment with its corresponding ACK is lost. In that case, a NACK with the missing
fragment is sent, so that the Service Node can resend it. This is shown in the following figure.

Figure 5-4. ARQ with Four Fragments and Retransmission
BN SN METERDCU PLC
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The worst case scenario occurs when the last fragment is lost because then the Service Node does
not receive any ACK or NACK from the Base Node. In this case, the Service Node waits for 3 seconds



 PIC32CXMTx, SAM4C, SAMG55, PL360, PL460, AT86RF215
Data Exchange

 User Guide
© 2024 Microchip Technology Inc. and its subsidiaries

DS50002759D - 42

before retransmitting the last fragment. If the ACK or NACK is still not received, the Service Node
makes up to 5 retransmissions. After all the retransmissions, the disconnection process starts.

Figure 5-5. ARQ with Four Fragments and Maximum Number of Retransmissions
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6. File Transfer Service for Firmware Upgrade
6.1 Introduction

The PRIME FW stack implements the PRIME FU process as described in the PRIME specification.
Please refer to the PRIME specification for details.

In order to upgrade any binary, Microchip provides an example where it is only needed to reserve
one memory region, which will first store the new image and, after the restart, the previous
binary (see chapter Memory Allocation). The PRIME FW stack is only responsible for managing the
FU process as described in the PRIME specification, whereas the user application is responsible
for handling the pointers to these regions and managing the indications received in the HAL.
Additionally, a complete system restart is required when the FU process finishes so that the
bootloader application moves the received binary to its right location and keeps the previous binary
for a possible revert.

Important: The bootloader application as well as the FU handling in the user
application and in the HAL are only an example provided by Microchip. Users can
develop any other strategy that fits their system requirements and resources in a
more optimal way.

Moreover, since the PRIME FW stack does not control what kind of file is being received, the user
application can also use the PRIME FU process to transfer files. In this case, users need to define
a memory area to store the received file. Later, when the FU process finishes, the user application
decides what to do with this file.

According to the PRIME specification, where it is assumed that the FU process is only used to
upgrade the PRIME stack, the FU process does not end until the sent file is confirmed (result
HAL_FU_FW_CONFIRM in the state diagram in Figure 6-2), i.e. regardless of the type of received file,
the PRIME FW stack must always be restarted so that the FU process finishes properly.

The user should note that the PRIME FW stack is not able to access the hardware by itself, i.e.
it is not directly reading from or writing to the memory, and it is not even changing the running
PRIME FW stack. The user application manages and controls the HAL, which defines and handles the
hardware accesses, including memories, and decides what to do with the received file.

At the beginning of an FU process, the PRIME FW stack starts the HAL FU module so that the HAL
prepares the memory area to use when the stack requests to access the memory. The received file
will be stored in that location.

At the end of the FU process, the PRIME FW stack indicates the result of the FU process to the HAL
and then the user application manages the received file accordingly. This file can be a new image of
the PRIME FW stack, a new image of the PL360 firmware, a new image of the user application or any
other user file.
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Important: Note that the FU process in the PRIME FW stack only checks the
integrity and authentication of the received file using the file CRC and signature.
It does not perform any check on the validity of this file for a potential upgrade.
It is recommended that the application performs its own validation by means of
checking any metadata contents in the received file. It is up to the users to define
how to check them.

For instance, in the PRIME FW stack binary file, the first 20 bytes contain the
Vendor, Model and Version information. It is recommended to only accept
binary files with matching Vendor and Model (as set in PRIME_FW_VENDOR and
PRIME_FW_MODEL). The HAL is performing such check in file hal_fu.c.

Furthermore, in the provided examples, the last 16 bytes of any binary file
(before the signature) are expected to include an identifier of the file being
upgraded or transferred (the expected identifiers in file hal_fu.c are defined in
file conf_app_example.h).

Figure 6-1 shows a flow diagram for a successful FU process with associated states and actions.
Figure 6-2 shows the FU state diagram of the PRIME specification with the results provided by the
HAL during a FU process. Both diagrams apply to any kind of file transfer.



 PIC32CXMTx, SAM4C, SAMG55, PL360, PL460, AT86RF215
File Transfer Service for Firmware Upgrade

 User Guide
© 2024 Microchip Technology Inc. and its subsidiaries

DS50002759D - 45

Figure 6-1. FU Flow Diagram with States and Actions
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Figure 6-2. FU State Diagram with HAL FU Results
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6.2 CRC Result Callback
The HAL is responsible for calculating the CRC of the received file when requested by the PRIME
FW stack. The calculated result is provided invoking a callback function whose pointer is set at
initialization by the PRIME FW stack with the following function:

void hal_fu_crc_set_callback(void (*p_handler)(uint32_t ul_crc));

Parameters:

• p_handler: Pointer address to the callback function

6.3 Signature and Image Result Callback
The HAL is responsible for verifying the signature of the received file, as well as its validity, when
requested by the PRIME FW stack. The result is provided invoking a callback function whose pointer
is set at initialization by the PRIME FW stack with the following function:

void hal_fu_signature_image_check_set_callback(void (*p_handler) (hal_fu_verif_result_t 
uc_result));

Parameters:

• p_handler: Pointer address to the callback function
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The following results are possible:

   typedef enum {
      HAL_FU_VERIF_SUCCESS,     /* Image verified successfully */
      HAL_FU_SIGNATURE_FAIL,    /* Signature verification failed */
      HAL_FU_IMAGE_FAIL         /* Image verification failed */
   } hal_fu_verif_result_t;

6.4 FU Configuration Data
The PRIME FW stack needs to save some configuration data that cannot be lost during the FU
process. The provided HAL stores this data in four 32-bit General Purpose Backup Registers (GPBR0
to GPBR3) but users can determine to use a non-volatile storage area.

The PRIME FW stack requests to read the FU configuration data with the following function:

void hal_fu_data_cfg_read(void *pv_dst, uint16_t us_size);

Parameters:

• pv_dst: Pointer where the read data must be stored
• us_size: Length of data to be read

The PRIME FW stack requests to save the FU configuration data with the following function:

uint8_t hal_fu_data_cfg_write(void *pv_src, uint16_t us_size);

Parameters:

• pv_src: Pointer to the data to be saved
• us_size: Length of data to be saved

Result: 1 if there is no error. Otherwise, 0.

6.5 Starting FU
When a FU process starts, the PRIME FW stack indicates it to the user application with the following
function:

void hal_fu_start(hal_fu_info_t *x_fu_info);

Parameters:

• x_fu_info: Pointer to FU information:
   typedef struct {
      uint32_t image_size;    /* in bytes */
      uint8_t page_size;      /* in bytes */
   } hal_fu_info_t;

The HAL stores the received information and erases the region where the file will be safely stored.

6.6 Providing the Bitmap
The bitmap is used to keep track of received pages during a FU process. The PRIME FW stack does
that internally, but the user application can do the same if desired. Then, when a new FU process
starts or if there is a reset and the FU process restarts, the PRIME FW stack requests this information
to use it if available. The function to request this from the HAL is the following:

uint16_t hal_fu_get_bitmap(uint8_t *puc_bitmap, uint32_t *pus_num_rcv_pages)

Parameters:

• puc_bitmap: Pointer to the bitmap
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• pus_num_rcv_pages: Pointer to the number of received pages

Result: Bitmap size.

6.7 Writing FU Data
When the PRIME FW stack has received a page of the file, it requests the HAL to write it with the
following function:

uint8_t hal_fu_data_write(uint32_t ul_addr, uint8_t *puc_buf, uint16_t us_size);

Parameters:

• ul_addr: Address of page to write
• puc_buf: Pointer to page to write
• us_size: Page size

Result: 1 if there is no error. Otherwise, 0.

6.8 CRC Calculation
When all the pages have been successfully received, the PRIME FW stack needs to verify that the
received file is correct and thus it requests the HAL to calculate its CRC with the following function:

void hal_fu_crc_calculate(void);

The HAL can calculate the CRC over the complete file but, as this can take some time for large files,
it is recommended to calculate it page by page in a process function. The result is returned through
the CRC callback function as defined in chapter CRC Result Callback.

6.9 Signature and Image Check
When the CRC has been calculated and matches the received CRC, the PRIME FW stack needs to
authenticate the received file by verifying its signature and also to verify that the received image is a
valid one according to the user requirements (for example, checking metadata). Thus it requests the
HAL to verify signature and image with the following function:

void hal_fu_signature_image_check(void);

The HAL verifies the received signature and image requirements and then returns the result through
the signature result callback function as defined in chapter Signature and Image Result Callback.

6.10 Finishing FU
The PRIME FW stack can finish the FU process at any time, as shown in Figure 6-2. This is indicated to
the HAL with the following function:

void hal_fu_end(hal_fu_result_t uc_hal_res);

Parameters:

• uc_hal_res: Result of the FU process

The user application is responsible for storing this result at this point and later, during its process
time, deciding what to do. The following results are possible:

   typedef enum {
      HAL_FU_SUCCESS,               /* Request to restart with new image */
      HAL_FU_CANCEL,                /* The FU has been killed */
      HAL_FU_CRC_ERROR,             /* CRC error */
      HAL_FU_FW_ERROR,              /* (Deprecated) */
      HAL_FU_FW_REVERT,             /* Request to restart with old image */
      HAL_FU_FW_CONFIRM,            /* The FU has been confirmed */
      HAL_FU_ERROR,                 /* Error during FU */ 
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      HAL_FU_SIGNATURE_ERROR,       /* Signature error */
      HAL_FU_IMAGE_ERROR            /* Image verification (model/vendor) failed */
   } hal_fu_result_t;

Important: Both results HAL_FU_SUCCESS and HAL_FU_FW_REVERT require a
restart of the PRIME FW stack so that the PRIME FU process finishes properly. The
rest of the results do not have any specific action associated.

6.11 Managing the Received File
Once the file has been successfully received, the user application can check what type of file it is.
But in all cases the PRIME FW stack must always be restarted so that the FU process continues with
confirmation and goes to idle again, as shown in Figure 6-1 and Figure 6-2.

In case of receiving a new image, the decision to swap regions in order to execute the new version
(or to revert to the old one) is made in the user application. This triggers a software reset that
restarts the whole system by executing the bootloader. The specific actions to complete a PRIME
firmware upgrade are shown in the next figure.

Figure 6-3. Finishing a PRIME FU Process
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Important: The system must not be restarted in the HAL function that receives
the result of the FU process. The restart must take place in a user task.
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7. PRIME Management Plane
The Management Plane enables a local or remote control entity to perform actions on a node.
These actions include providing access to internal parameters defined by PIB attributes as well as
managing the firmware upgrade.

Node management in the PRIME FW stack is accomplished through a set of attributes. Attributes
are defined for both PHY and MAC layers. The set of these management attributes is called PLC
Information Base (PIB). Some attributes are read-only, while others are read-write. For details
about implementation of PIB attributes described in the PRIME specification, see chapter Major
Capabilities of the MAC Layer and chapter Major Capabilities of the Management Plane. The PRIME
FW stack also implements vendor specific PIB attributes, which are described in chapter PIB Objects
Specification and Access. Additionally, Microchip offers an interface through the HAL that enables
the implementation of user specific PIBs in the application. Those user specific PIBs can only be
defined with a size of 4 bytes in the ID range 0xF000 - 0xFCFF.

The control entity can access the Management Plane by using the two communication profiles
defined in the PRIME specification:

• PRIME Profile. A remote control entity, usually the Base Node, uses the PLC to send requests to
the node. These requests are received in the Management Plane from the Null SSCS in the CL
(see chapter Null SSCS)

• Serial Communication Profile. It is implemented as a service in the USI of the HAL and is used by
the local control entity. For more information about the different services available in the USI, see
chapter Serialization with Embedded USI

Whenever the Management Plane receives a request from any of the specified profiles, it passes it to
the MAC layer using the functions of the Null SSCS in the CL (see chapter Null SSCS). This access is
depicted in the next figure.

Figure 7-1. Management Plane Access to the MAC Layer
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Important: Please note that the PRIME Certification Tool needs to access the
Management Plane through the Serial Communication Profile and therefore it
must be configured appropriately (see Serial Communication Profile of PRIME
Management Plane).
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8. Toolchain
The following sections describe the required tools and toolchain for the development and build
process and how the provided example applications can be built.

8.1 General Prerequisites
The following tools and toolchains are used for building the applications from this firmware
package: IAR Embedded Workbench for Arm® V9.20 (see http://www.iar.com/).

8.2 Building the Applications

8.2.1 Using IAR Embedded Workbench
As explained in chapter General Architecture, for a system to be operative with the user application
and the PRIME FW stack, two different projects must be built and loaded into the board as well as
the bootloader. All provided projects can be built using the IAR Embedded Workbench directly.

For the project generating the binary file with the bootloader, follow the procedure as described:

1. Open the project addons/bootloader
2. Build the project
3. Program the board

For the project generating the binary file with the PRIME FW stack, follow the procedure as
described:

1. Open the project prime_service_bin
2. Configure the library as required (see chapter PRIME Stack User Configuration Parameters)
3. Build the project
4. Program the board so that the binary file is stored at the selected memory location (see chapter

Memory Allocation)

For each example application described in chapter Example Applications, follow the procedure as
described:

1. Open the corresponding project
2. Configure the project as required (see chapter Application Configuration Parameters)
3. Build the project
4. Program the board so that the binary file is stored at the selected memory location (see chapter

Memory Allocation)

In the PL360/PL460 platform, the PL360 firmware is also required for a system to be operative but it
is directly provided as a binary file. Therefore, it is only needed to store it in the board at the selected
memory location (see chapter Memory Allocation).

Important: Make sure that the Flash memory is erased before programming it.

http://www.iar.com/
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9. Supported Platforms
This chapter describes which hardware platforms are currently supported with the PRIME firmware
package. A platform usually comprises of three major components:

• An MCU
• A modem chip (this may be integrated into the MCU for single chips)
• A specific hardware that contains the MCU and/or the modem chip

9.1 Supported MCU Families
The only supported generic MCU families are PIC32CXMTx, SAM4C and SAMG55 platforms.

The dedicated code for each device of the family can be found in the corresponding subdirectories.

9.2 Supported Devices
Currently the only supported devices are:
• With PL360: SAM4CMS16C, SAMG55J19
• With PL460 and AT86RF215IQ: PIC32CX2051MTSH128, PIC32CX2051MTG128, SAMG55J19

9.3 Supported Boards
The currently supported boards and combinations are given below:

• ATPL360-EK
• PIC32CXMTSH-DB with PL460-EK on Xplained port and ATREB215-EK on mikroBUS port
• PIC32CXMTG-EK with PL460-EK on Xplained port and ATREB215-EK on mikroBUS port
• PL360G55CF-EK with ATREB215-EK on mikroBUS port
• SAMG55 Xplained with PL460-EK on Xplained port and ATREB215-EK on mikroBUS port
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10. PICS
This chapter lists the conformance of the Microchip PRIME implementation with the requirements
and optional features as defined by the PRIME specification document.

A Protocol Implementation Conformance Statement (PICS) is a declaration listing the capabilities and
options supported by an implementation. The PICS is based on a list of options and values, defined
in the PRIME specification and in the test suites used by the certification process.

10.1 Major Roles for Devices Compliant with PRIME

10.1.1 Major Capabilities of the PHY Layer
The current PHY layer is the implementation of the PRIME PHY layer as specified in PRIME
specification version 1.4.

10.1.1.1 PHY Frames
The current PHY layer supports frame types A, B and BC specified in PRIME specification version 1.4.

10.1.1.2 PLME Primitives
The current implementation of the PHY layer does not support the following optional
functionalities of the PRIME specification: suspend and resume (primitives PLME_SLEEP.request and
PLME_RESUME.request) and test mode (primitive PLME_TESTMODE.request).

10.1.2 Major Capabilities of the MAC Layer
The current MAC layer is compliant with PRIME specification version 1.4 and is valid for a Service
Node.

The following table shows which optional features of the PRIME specification are currently
implemented in the MAC layer provided by Microchip.

Table 10-1. Implementation of Optional Features in the MAC Layer
Feature Implementation

Direct Connection Available

ARQ Available

Packet Aggregation Not available

Multicasting Available

Contention-Free Service Not available

Security Profile 1 Available

Security Profile 2 Available

Roaming Not available

Backwards compatibility Not available

10.1.2.1 PLC Information Base
All mandatory PHY and MAC PIB attributes defined in PRIME specification version 1.4 for a Service
Node are available in the current MAC layer through PLME and MLME.

Optional PIB attributes from PRIME specification version 1.4 currently implemented in PLME and
MLME can be found in file mac_pib.h.

For details about vendor specific PIB attributes, see chapter PIB Objects Specification and Access.

10.1.3 Major Capabilities of the Convergence Layer
The current Convergence layer is compliant with PRIME specification version 1.4 and is valid for a
Service Node.
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The following table shows which Service-Specific Convergence Sublayers are currently implemented
in the CL provided by Microchip.

Table 10-2. Implementation of SSCS
SSCS Implementation

Null Available

IPv4 Not available

IEC 61334-4-32 Available

IPv6 Not available

10.1.4 Major Capabilities of the Management Plane
10.1.4.1 PLC Information Base

All mandatory PIB attributes defined in PRIME specification version 1.4 for a Service Node are
available in the current Management Plane of the PRIME FW stack.

Optional PIB attributes from PRIME specification version 1.4 currently implemented in the
Management Plane can be found in file mac_pib.h .

For details about vendor specific PIB attributes, see chapter PIB Objects Specification and Access.

10.1.4.2 Communications Profiles
The Management Plane implements both the interface over the Null SSCS (PRIME Profile) and the
interface over the local serial link (Serial Communication Profile) according to PRIME specification
version 1.4.

10.1.4.3 Firmware Upgrade
According to the PRIME specification, when the Base Node requests information about the missing
pages during a FU process with packet FU_MISS_REQ, the Service Node can decide to reply with
either FU_MISS_BITMAP or FU_MISS_LIST. The current implementation of PRIME specification version
1.4 usually replies with packet FU_MISS_BITMAP and in some cases with FU_MISS_LIST. This cannot
be changed by users.
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11. API of PHY and PAL Layers
The following API is to be used by applications which do not integrate the MAC layer, i.e. that only
require transmission and reception of messages through the PHY layer.

11.1 PLC PHY SAP
The PLC PHY SAP corresponds to the PHY API described in header files atpl360.h and
atpl360_comm.h. More information about management, communication and configuration functions
of the PHY API can be found in User Guide PL360 Host Controller.

11.2 RF PHY SAP
The RF PHY SAP corresponds to the PHY API described in header file at86rf_defs.h.

11.3 PAL SAP
The PAL SAP corresponds to the PAL API described in the header file pal.h.

11.3.1 Initialization Function
The PAL layer must always be initialized when the system starts the execution. The following
function is used for that purpose:

void pal_init(void);

Depending on the PAL configuration, this function initializes the transmission handlers according to
the available PHY layers.

11.3.2 Process Function
Every program cycle the PAL layer must check transmission and reception events. This is achieved by
calling the following function:

void pal_process(void);

This function is also responsible for invoking the corresponding callback functions.

11.3.3 Callback Functions
When a previously requested transmission finishes (data confirm) and when a frame is received
(data indication), the PAL layer informs about it by calling the corresponding callback function. To set
up the callback function pointers, the following function is required:

void pal_set_callbacks(pal_callbacks_t *pal_cbs);

Parameters:

• pal_cbs: Pointer to the callback structure:
    typedef struct TPalCallbacks {
     pal_data_confirm_cb_t data_confirm;
     pal_data_indication_cb_t data_indication;
     pal_switch_rf_ch_cb_t switch_rf_ch;
    } pal_callbacks_t;

11.3.4 Noise Capture Function (PL360/PL460 Platform)
The PL360 device offers a functionality to capture noise in the channel. The PAL layer can access this
service with the following function:

uint16_t pal_get_noise_capture(uint8_t *puc_dst, uint8_t uc_mode, uint32_t ul_time_start, 
uint32_t ul_duration);
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Parameters:

• puc_dst: Pointer to destination buffer to store data
• uc_mode: Capture mode
• ul_time_start: Start time in µs based on PL360 timer reference
• ul_duration: Duration time in µs

Return value: Size in bytes of noise capture.

Important: During the noise capture, any ongoing transmission or reception is
cancelled.

11.4 PAL Primitives
The PAL primitives are described in header file pal.h.

11.4.1 Data Primitives
The PAL implements the data interface to the PHY layer based on the PHY primitives from the PRIME
specification.

Table 11-1. PHY Data Plane Primitives
PHY primitive Function

PHY_DATA.request uint8_t pal_data_request(x_pal_msg_tx_t *px_msg);
PHY_DATA.confirm typedef void (*pal_data_confirm_cb_t)(x_pal_data_cfm_t *px_data_cfm);
PHY_DATA.indication typedef void (*pal_data_indication_cb_t)(x_pal_data_ind_t *px_data_ind);

11.4.2 Management Primitives
The PAL implements the control interface to the PHY layer based on the PHY primitives from the
PRIME specification.

Table 11-2. PHY Control Plane Primitives
PHY primitive Function PHY layer

PHY_AGC.set1 uint8_t pal_agc_set(uint8_t uc_mode, uint8_t
uc_gain, uint16_t us_pch);

Only in PLC PHY

PHY_AGC.get
uint8_t pal_agc_get(uint16_t us_id, void *p_val,
uint16_t uc_len, uint16_t us_pch);

Only in PLC PHY

PHY_AGC.confirm Referenced parameters of pal_agc_get. Only in PLC PHY

PHY_TIMER.get
uint8_t pal_timer_get(uint32_t *pul_timer, uint16_t
us_pch);

All

PHY_TIMER.confirm Referenced parameters of pal_timer_get. All

PHY_CD.get
uint8_t pal_cd_get(uint8_t *puc_cd, uint8_t
*puc_rssi, uint32_t *pul_time, uint8_t *puc_header,
uint16_t us_pch);

Only in PLC PHY

PHY_CD.confirm Referenced parameters of pal_cd_get. Only in PLC PHY

PHY_NL.get
uint8_t pal_nl_get(uint8_t *puc_noise, uint16_t
us_pch);

All

PHY_NL.confirm Referenced parameters of pal_nl_get. All

PHY_SNR.get
uint8_t pal_snr_get(uint8_t *puc_snr, uint8_t
uc_qt, uint16_t us_pch);

All

PHY_SNR.confirm Referenced parameters of pal_snr_get. All

PHY_ZCT.get
uint8_t pal_zct_get(uint32_t *pul_zct, uint16_t
us_pch);

Only in PLC PHY
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...........continued
PHY primitive Function PHY layer

PHY_ZCT.confirm Referenced parameters of pal_zct_get. Only in PLC PHY

PHY_CCA.get uint8_t pal_cca_get(uint8_t *puc_channel_state); Only in RF PHY

PHY_CH.get uint8_t pal_ch_get(uint16_t *pus_pch); All

PHY_CH.confirm Referenced parameters of pal_ch_get. All

PHY_CH.set uint8_t pal_ch_set(uint16_t us_pch); All

Note: 
1. Manual management of AGC is not supported in the current implementation.
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12. API of PRIME FW Stack
The API of the PRIME FW stack defines the functions as macros in the header file prime_api.h.

Note that there might be other functions not described in this document, but available in the
prime_api.h file. Those functions are irrelevant in this document.

12.1 MAC Primitives
Refer to the PRIME specification for more information about MAC primitives and their
functionalities.

12.1.1 Signalling Primitives

Table 12-1. Signalling Primitives
Signalling primitive Function

MAC_ESTABLISH.request prime_cl_null_establish_request(mac_establish_request_t)
typedef void (*mac_establish_request_t)(uint8_t *puc_eui48, uint8_t
uc_type, uint8_t *puc_data, uint16_t us_data_len, uint8_t uc_arq, uint8_t
uc_cfbytes, uint8_t uc_ae);

MAC_ESTABLISH.indication typedef void (*mac_establish_ind_cb_t)(uint16_t us_con_handle, uint8_t
*puc_eui48, uint8_t uc_type, uint8_t *puc_data, uint16_t us_data_len,
uint8_t uc_cfbytes, uint8_t uc_ae);

MAC_ESTABLISH.response prime_cl_null_establish_response(mac_establish_response_t)
typedef void (*mac_establish_response_t)(uint16_t us_con_handle,
mac_establish_response_answer_t uc_answer, uint8_t *puc_data, uint16_t
us_data_len, uint8_t uc_ae);

MAC_ESTABLISH.confirm typedef void (*mac_establish_cfm_cb_t)(uint16_t us_con_handle,
mac_establish_confirm_result_t uc_result, uint8_t *puc_eui48, uint8_t
uc_type, uint8_t *puc_data, uint16_t us_data_len, uint8_t uc_ae);

MAC_RELEASE.request prime_cl_null_release_request(mac_release_request_t)
typedef void (*mac_release_request_t)(uint16_t us_con_handle);

MAC_RELEASE.indication typedef void (*mac_release_ind_cb_t)(uint16_t us_con_handle,
mac_release_indication_reason_t uc_reason);

MAC_RELEASE.response prime_cl_null_release_response(mac_release_response_t)
typedef void (*mac_release_response_t)(uint16_t us_con_handle,
mac_release_response_answer_t uc_answer);

MAC_RELEASE.confirm typedef void (*mac_release_cfm_cb_t)(uint16_t us_con_handle,
mac_release_confirm_result_t uc_result);

MAC_JOIN.request prime_cl_null_join_request(mac_join_request_t)
typedef void (*mac_join_request_t)(mac_join_mode_t us_broadcast, uint16_t
us_con_handle, uint8_t *puc_eui48, connection_type_t uc_con_type, uint8_t
*puc_data, uint16_t us_data_len, uint8_t uc_ae);

MAC_JOIN.indication typedef void (*mac_join_ind_cb_t)(uint16_t us_con_handle, uint8_t
*puc_eui48, uint8_t uc_con_type, uint8_t *puc_data, uint16_t us_data_len,
uint8_t uc_ae);

MAC_JOIN.response prime_cl_null_join_response(mac_join_response_t)
typedef void (*mac_join_response_t)(uint16_t us_con_handle, uint8_t
*puc_eui48, mac_join_response_answer_t uc_answer, uint8_t uc_ae);

MAC_JOIN.confirm typedef void (*mac_join_cfm_cb_t)(uint16_t us_con_handle,
mac_join_confirm_result_t uc_result, uint8_t uc_ae);

MAC_LEAVE.request prime_cl_null_leave_request(mac_leave_request_t)
typedef void (*mac_leave_request_t)(uint16_t us_con_handle, uint8_t
*puc_eui48);
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...........continued
Signalling primitive Function

MAC_LEAVE.indication typedef void (*mac_leave_ind_cb_t)(uint16_t us_con_handle, uint8_t
*puc_eui48);

MAC_LEAVE.confirm typedef void (*mac_leave_cfm_cb_t)(uint16_t us_con_handle,
mac_leave_confirm_result_t uc_result);

12.1.2 Data Primitives

Table 12-2. Data Primitives
Data primitive Function

MAC_DATA.request prime_cl_null_data_request(mac_data_request_t)
typedef void (*mac_data_request_t)(uint16_t us_con_handle, uint8_t
*puc_data, uint16_t us_data_len, uint8_t uc_prio, uint32_t
ul_time_ref1);

MAC_DATA.confirm typedef void (*mac_data_cfm_cb_t)(uint16_t us_con_handle, uint8_t
*puc_data, mac_data_result_t drt_result);

MAC_DATA.indication typedef void (*mac_data_ind_cb_t)(uint16_t us_con_handle, uint8_t
*puc_data, uint16_t us_data_len, uint32_t ul_time_ref1);

Note: 
1. In tenths of microsecond.

12.1.3 PLME Primitives

Table 12-3. PLME Primitives
PLME primitive Function

PLME_RESET.request prime_cl_null_plme_reset_request(plme_reset_request_t)
typedef void (*plme_reset_request_t)(uint16_t us_pch);

PLME_RESET.confirm typedef void (*plme_reset_cfm_cb_t)(plme_result_t x_result, uint16_t us_pch);
PLME_SLEEP.request1 prime_cl_null_plme_sleep_request(plme_sleep_request_t)

typedef void (*plme_sleep_request_t)(uint16_t us_pch);
PLME_SLEEP.confirm typedef void (*plme_sleep_cfm_cb_t)(plme_result_t x_result, uint16_t us_pch);
PLME_RESUME.request1 prime_cl_null_plme_resume_request(plme_resume_request_t)

typedef void (*plme_resume_request_t)(uint16_t us_pch);
PLME_RESUME.confirm typedef void (*plme_resume_cfm_cb_t)(plme_result_t x_result, uint16_t

us_pch);
PLME_TESTMODE.request1 prime_cl_null_plme_testmode_request(plme_testmode_request_t)

typedef void (*plme_testmode_request_t)(uint8_t uc_enable, uint8_t uc_mode,
uint8_t uc_modulation, uint8_t uc_pwr_level, uint16_t us_pch);

PLME_TESTMODE.confirm typedef void (*plme_testmode_cfm_cb_t)(plme_result_t x_result, uint16_t
us_pch);

PLME_GET.request prime_cl_null_plme_get_request(plme_get_request_t)
typedef void (*plme_get_request_t)(uint16_t us_pib_attrib, uint16_t us_pch);

PLME_GET.confirm typedef void (*plme_get_cfm_cb_t)(plme_result_t x_status, uint16_t
us_pib_attrib, void *pv_pib_value, uint8_t uc_pib_size, uint16_t us_pch);

PLME_SET.request prime_cl_null_plme_set_request(plme_set_request_t)
typedef void (*plme_set_request_t)(uint16_t us_pib_attrib, void
*pv_pib_value, uint8_t uc_pib_size, uint16_t us_pch);

PLME_SET.confirm typedef void (*plme_set_cfm_cb_t)(plme_result_t x_result, uint16_t us_pch);
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Note: 
1. The marked primitives invoke optional functionality that is currently not available.

12.1.4 MLME Primitives

Table 12-4. MLME Primitives in the Service Node
MLME primitive Function

MLME_REGISTER.request prime_cl_null_mlme_register_request(mlme_register_request_t)
typedef void (*mlme_register_request_t)(uint8_t *puc_sna, uint8_t
uc_sid);

MLME_REGISTER.confirm typedef void (*mlme_register_cfm_cb_t)(mlme_result_t x_result, uint8_t
*puc_sna, uint8_t uc_sid);

MLME_REGISTER.indication typedef void (*mlme_register_ind_cb_t)(uint8_t *puc_sna, uint8_t
uc_sid);

MLME_UNREGISTER.request prime_cl_null_mlme_unregister_request (mlme_unregister_request_t)
typedef void (*mlme_unregister_request_t)(void);

MLME_UNREGISTER.confirm typedef void (*mlme_unregister_cfm_cb_t)(mlme_result_t x_result);
MLME_UNREGISTER.indication typedef void (*mlme_unregister_ind_cb_t)(void);
MLME_PROMOTE.request prime_cl_null_mlme_promote_request(mlme_promote_request_t)

typedef void (*mlme_promote_request_t)(uint8_t *puc_eui48, uint8_t
uc_bcn_mode);

MLME_PROMOTE.confirm typedef void (*mlme_promote_cfm_cb_t)(mlme_result_t x_result);
MLME_PROMOTE.indication typedef void (*mlme_promote_ind_cb_t)(void);
MLME_MP_PROMOTE.request prime_cl_null_mlme_mp_promote_request(mlme_mp_promote_request_t)

typedef void (*mlme_mp_promote_request_t)(uint8_t *puc_eui48, uint8_t
uc_bcn_mode, uint16_t us_pch);

MLME_MP_PROMOTE.confirm typedef void (*mlme_mp_promote_cfm_cb_t)(mlme_result_t x_result);
MLME_MP_PROMOTE.indication typedef void (*mlme_mp_promote_ind_cb_t)(uint16_t us_pch);
MLME_DEMOTE.request prime_cl_null_mlme_demote_request(mlme_demote_request_t)

typedef void (*mlme_demote_request_t)(void);
MLME_DEMOTE.confirm typedef void (*mlme_demote_cfm_cb_t)(mlme_result_t x_result);
MLME_DEMOTE.indication typedef void (*mlme_demote_ind_cb_t)(void);
MLME_MP_DEMOTE.request prime_cl_null_mlme_mp_demote_request(mlme_mp_demote_request_t)

typedef void (*mlme_mp_demote_request_t)(uint8_t uc_lsid);
MLME_MP_DEMOTE.confirm typedef void (*mlme_mp_demote_cfm_cb_t)(mlme_result_t x_result);
MLME_MP_DEMOTE.indication typedef void (*mlme_mp_demote_ind_cb_t)(uint8_t uc_lsid);
MLME_RESET.request prime_cl_null_mlme_reset_request(mlme_reset_request_t)

typedef void (*mlme_reset_request_t)(void);
MLME_RESET.confirm typedef void (*mlme_reset_cfm_cb_t)(mlme_result_t x_result);
MLME_GET.request prime_cl_null_mlme_get_request(mlme_get_request_t)

typedef void (*mlme_get_request_t)(uint16_t us_pib_attrib);
MLME_GET.confirm typedef void (*mlme_get_cfm_cb_t)(mlme_result_t x_status, uint16_t

us_pib_attrib, void *pv_pib_value, uint8_t uc_pib_size);
MLME_LIST_GET.request prime_cl_null_mlme_list_get_request(mlme_list_get_request_t)

typedef void (*mlme_list_get_request_t)(uint16_t us_pib_attrib);
MLME_LIST_GET.confirm typedef void (*mlme_list_get_cfm_cb_t)(mlme_result_t x_status,

uint16_t us_pib_attrib, uint8_t *puc_pib_buff, uint16_t us_pib_len);
MLME_SET.request prime_cl_null_mlme_set_request(mlme_set_request_t)

typedef void (*mlme_set_request_t)(uint16_t us_pib_attrib, uint32_t
ul_pib_value);
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...........continued
MLME primitive Function

MLME_SET.confirm typedef void (*mlme_set_cfm_cb_t)(mlme_result_t x_result);

12.1.5 Retrieval of Lists
The MLME_LIST_GET.confirm primitive returns a buffer puc_pib_buff where the requested list
us_pib_attrib is contained. Valid records are found one after the other, with their fields ordered
as described in the PRIME specification. From the provided buffer length us_pib_len and the
record size, users can calculate the number of records contained in the returned buffer and extract
them.

If there are valid records in the list, the confirm primitive is invoked twice: the first time with a buffer
containing the records and the second with a buffer length of zero to indicate that there are no
more valid records.

If there are no valid records in the list, the confirm primitive is invoked with a buffer length of zero.

12.1.6 Callback Functions
The result of confirm and indication primitives is returned by the MAC layer invoking the
corresponding callback function. To set up the callback function pointers, the following function
is required:

typedef void (*mac_set_callbacks_t)(mac_callbacks_t *px_prime_cbs);

Parameters:

• px_prime_cbs: Pointer to the callback structure:

typedef struct {
        mac_establish_ind_cb_t mac_establish_ind_cb;
        mac_establish_cfm_cb_t mac_establish_cfm_cb;
        mac_release_ind_cb_t mac_release_ind_cb;
        mac_release_cfm_cb_t mac_release_cfm_cb;
        mac_join_ind_cb_t mac_join_ind_cb;
        mac_join_cfm_cb_t mac_join_cfm_cb;
        mac_leave_ind_cb_t mac_leave_ind_cb;
        mac_leave_cfm_cb_t mac_leave_cfm_cb;
        mac_data_ind_cb_t mac_data_ind_cb;
        mac_data_cfm_cb_t mac_data_cfm_cb;
        plme_reset_cfm_cb_t plme_reset_cfm_cb;
        plme_sleep_cfm_cb_t plme_sleep_cfm_cb;
        plme_resume_cfm_cb_t plme_resume_cfm_cb;
        plme_testmode_cfm_cb_t plme_testmode_cfm_cb;
        plme_get_cfm_cb_t plme_get_cfm_cb;
        plme_set_cfm_cb_t plme_set_cfm_cb;
        mlme_register_ind_cb_t mlme_register_ind_cb;
        mlme_register_cfm_cb_t mlme_register_cfm_cb;
        mlme_unregister_ind_cb_t mlme_unregister_ind_cb;
        mlme_unregister_cfm_cb_t mlme_unregister_cfm_cb;
        mlme_promote_ind_cb_t mlme_promote_ind_cb;
        mlme_promote_cfm_cb_t mlme_promote_cfm_cb;
        mlme_demote_ind_cb_t mlme_demote_ind_cb;
        mlme_demote_cfm_cb_t mlme_demote_cfm_cb;
        mlme_reset_cfm_cb_t mlme_reset_cfm_cb;
        mlme_get_cfm_cb_t mlme_get_cfm_cb;
        mlme_list_get_cfm_cb_t mlme_list_get_cfm_cb;
        mlme_set_cfm_cb_t mlme_set_cfm_cb;
        mlme_mp_promote_ind_cb_t mlme_mp_promote_ind_cb;
        mlme_mp_promote_cfm_cb_t mlme_mp_promote_cfm_cb;
        mlme_mp_demote_ind_cb_t mlme_mp_demote_ind_cb;
        mlme_mp_demote_cfm_cb_t mlme_mp_demote_cfm_cb;
    } mac_callbacks_t;
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Important: Unused callback functions must be set to NULL.

12.2 IEC 61334-4-32 Primitives
Refer to the PRIME specification for more information about IEC 61334-4-32 primitives and their
functionalities.

Table 12-5. IEC 61334-4-32 Primitives in the Service Node
IEC 61334-4-32 primitive Function

CL_432_ESTABLISH.request prime_cl_432_establish_request(cl_432_establish_request_t)
typedef void (*cl_432_establish_request_t)(uint8_t *puc_device_id,
uint8_t uc_device_id_len, uint8_t uc_ae);

CL_432_ESTABLISH.confirm typedef void (*cl_432_establish_cfm_cb_t)(uint8_t *puc_device_id,
uint8_t uc_device_id_len, uint16_t us_dst_address, uint16_t
us_base_address, uint8_t uc_ae);

CL_432_RELEASE.request prime_cl_432_release_request(cl_432_release_request_t)
typedef void (*cl_432_release_request_t)(uint16_t us_dst_address);

CL_432_RELEASE.confirm typedef void (*cl_432_release_cfm_cb_t)(uint16_t us_dst_address,
dl_432_result_t uc_result);

DL_DATA.request prime_cl_432_dl_data_request(cl_432_dl_data_request_t)
typedef void (*cl_432_dl_data_request_t)(uint8_t uc_dst_lsap, uint8_t
uc_src_lsap, uint16_t us_dst_address, dl_432_buffer_t *px_buff,
uint16_t uc_lsdu_len, uint8_t uc_link_class);

DL_DATA.confirm typedef void (*cl_432_dl_data_cfm_cb_t)(uint8_t uc_dst_lsap,
uint8_t uc_src_lsap, uint16_t us_dst_address, dl_432_tx_status_t
uc_tx_status);

DL_DATA.indication typedef void (*cl_432_dl_data_ind_cb_t)(uint8_t uc_dst_lsap, uint8_t
uc_src_lsap, uint16_t us_dst_address, uint16_t us_src_address, uint8_t
*puc_data, uint16_t uc_lsdu_len, uint8_t uc_link_class);

The result of confirm and indication primitives is returned by the SSCS invoking the corresponding
callback function. To set up the callback function pointers, the following function is required:

typedef void (*cl_432_set_callbacks_t)(cl_432_callbacks_t *px_cl_432_cbs);

Parameters:

• px_cl_432_cbs: Pointer to the callback structure:
    typedef struct {
        cl_432_dl_data_ind_cb_t cl_432_dl_data_ind_cb;
        cl_432_dl_data_cfm_cb_t cl_432_dl_data_cfm_cb;
        cl_432_establish_cfm_cb_t cl_432_establish_cfm_cb;
        cl_432_release_cfm_cb_t cl_432_release_cfm_cb;
    } cl_432_callbacks_t;

Important: Unused callback functions must be set to NULL.

12.3 PIB Objects Specification and Access
The PRIME FW stack supports all the mandatory attributes of the PLC Information Base (PIB) defined
in the PRIME specification. In addition, Microchip has added several proprietary PIB attributes to
support extra functionalities. These attributes are described in the next sections. The list of all
available PIB attributes can be found in file mac_pib.h .
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12.3.1 Proprietary PIB Attributes in the PHY Layer

Table 12-6. Proprietary PIB Attributes in the PHY Layer
Attribute ID Size Range Description

PIB_PHY_SW_VERSION 0x8080 4 bytes - PLC PHY layer software version.

PIB_PHY_ZCT 0x8081 4 bytes - Time in microseconds between the
zero cross of the mains and the end
of the last transmission or reception.
Only applicable in PLC.

PIB_PHY_HOST_VERSION 0x8082 4 bytes - PL360 Host Controller version.

PIB_MTP_PHY_TX_TIME 0x8085 4 bytes - Transmission time of the last frame
transmitted in PLC in tenths of µs.

PIB_MTP_PHY_RMS_CALC_CORRECTED 0x8086 4 bytes - RMS value of the last PLC signal.

PIB_MTP_PHY_EXECUTE_CALIBRATION 0x8087 2 bytes - Executes calibration process [0: stop
process, 1: start process]. It returns
threshold level to configure board for
PLC.

PIB_MTP_PHY_RX_PARAMS 0x8088 22 bytes - RX PLC PHY structure1:
• RxParam[0]. Modulation scheme:

DBPSK = 0
DQPSK = 1
D8PSK = 2
DBPSK_CC = 4
DQPSK_CC = 5
D8PSK_CC = 6
DBPSK_RB = 12
DQPSK_RB = 13

• RxParam[1]. RSSI.

• RxParam[2-3]. Reception data
length in bytes.

• RxParam[4-5]. EvmHeader.

• RxParam[6-7]. EvmPayload.

• RxParam[8-11].
EvmHeaderAcum.

• RxParam[12-15].
EvmPayloadAcum.

• RxParam[16-19]. Reception time
in microseconds.

• RxParam[20]. Noise.

• RxParam[21]. SNR in dB (0 - 21).
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...........continued
Attribute ID Size Range Description

PIB_MTP_PHY_TX_PARAMS 0x8089 7 bytes - TX PLC PHY structure1:
• TxParam[0]. Modulation scheme:

DBPSK = 0
DQPSK = 1
D8PSK = 2
DBPSK_CC = 4
DQPSK_CC = 5
D8PSK_CC = 6
DBPSK_RB = 12
DQPSK_RB = 13

• TxParam[1]. Attenuation level (0
- 21 dB). When set to 255,
attenuation and gain are set to 0.

• TxParam[2-3]. Transmission data
length in bytes.

• TxParam[4]. Inter-frame time in
tenths of ms (0 - 2550 ms).

• TxParam[5]. Random seed data
generation. (0: send the same
constant payload in each
message, 1 - 255 seed used
to generate different ranges
of random values in the data
payload).

• TxParam[6]. Number of
messages (1 - 0xFF).

PIB_MTP_PHY_CONTINUOUS_TX 0x808A 1 byte 0 - 1 Set the PLC PHY layer to
transmit continuously [0: disabled, 1:
enabled].

PIB_MTP_PHY_ENABLE 0x808E 1 byte 0 - 1 Manufacturing test procedure for
PLC [0: disabled, 1: enabled]. Only
when the MTP is enabled, related
PIBs can be set.

PIB_PHY_TX_CHANNEL 0x8090 1 byte 1 - 8 Transmission/Reception PLC channel,
only when hardware permits
multichannel. The channel depends
on the selected PLC coupling.

PIB_PHY_TXRX_CHANNEL_LIST 0x8092 1 byte 0 - 255 List of available PLC channels. It has
the same structure as the band plan.
Setting the value to 0 restores the
configured band plan.

PIB_PHY_TXRX_DOUBLE_CHANNEL_LIST 0x8093 1 byte 0 - 255 List of available PLC double channels.
It has the same structure as the band
plan for double channel.
Setting the value to 0 restores the
configured band plan.

PIB_PHY_SNIFFER_ENABLED 0x8106 1 byte 0 - 1 Enable/disable the sniffer [0:
disabled, 1: enabled].
Bit 0 corresponds to the PLC sniffer.
Bit 1 corresponds to the RF sniffer.

PIB_PHY_DRV_AUTO 0x8301 1 byte 0 - 1 Enable/disable automatic selection of
PLC transmission mode [0: disabled,
1: enabled].
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...........continued
Attribute ID Size Range Description

PIB_PHY_DRV_IMPEDANCE 0x8302 1 byte 0 - 2 Enable/disable the PLC high
impedance branch [0: high, 1: low, 2:
very low].

PIB_PHY_DRV_ATTENUATION 0x8303 1 byte 0 - 255 Additional attenuation with which a
PLC message must be transmitted.

PIB_PHY_SW_RF_VERSION 0x9080 4 bytes - RF PHY layer software version.

Note: 
1. See Application Note Guidelines for PLC performance verification.

12.3.2 Proprietary PIB Attributes in the MAC Layer

Table 12-7. Proprietary PIB Attributes in the MAC Layer
Attribute ID Size Range Description

PIB_MTP_MAC_EUI_48 0x8100 6 bytes - MAC address.

PIB_MAC_PLC_STATE 0x8101 1 byte - PRIME PLC state:
• 0: SN disconnected

• 1: SN detection

• 2: SN registering

• 3: SN operative

• 4: BN

PIB_MAC_SERVICE_STATE 0x8102 1 byte - Service Node state:
• 0: SN disconnected

• 1: SN registering

• 2: SN terminal

• 3: SN unregistering

• 4: SN promoting

• 5: SN switch

• 6: SN demoting

• 7: SN roaming

PIB_CERTIFICATION_MODE 0x8120 1 byte 0 - 3 Certification mode:
• 0: no certification mode

• 1: PHY certification for 1.3

• 2: MAC certification

• 3: PHY certification for 1.4

PIB_CERTIFICATION_SEND_MSG 0x8121 Array - Send message in PHY certification
mode.
See Table 12-8.

PIB_MAC_INTERNAL_SW_VERSION 0x8126 4 bytes - MAC internal software version.

PIB_CERT_MIN_LEVEL_TO_REG 0x8130 1 byte 0 - 63 Minimum level where the SN can
register.
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...........continued
Attribute ID Size Range Description

PIB_MAC_CHN_SCANNING_MODE 0x8135 1 byte 0 - 3 Change the channel scanning mode:
• 0: start with random channel and

scan in ascending order

• 1: start with random channel and
scan in descending order

• 2: start with next registered
channel and scan in ascending
order

• 3: start with previous registered
channel and scan in descending
order

PIB_MAC_SEC_PROFILE_USED 0x8141 1 byte 0 - 2 Security profile used in the network
where the Service Node is registered.

Table 12-8. Data in PIB_CERTIFICATION_SEND_MSG
Element Size Range Description

MsgCount 2 bytes 1 - 2000 Number of messages to transmit

Modulation 1 byte 0 - 7 Modulation scheme (as in PIB_MTP_PHY_TX_PARAMS)

SignalAtt 1 byte 0 - 21 Signal attenuation (in dB)

DutyCycle 1 byte 1 - 100 Duty cycle

PrimeFrame 1 byte 0 - 3 PRIME frame:
• 1.3 frame

• 1.4 type A frame

• 1.4 type B frame

• 1.4 type BC frame

Important: Only when the certification mode is set to MAC certification, the
following standard PIB attributes are enabled and operative:
• 0x0081 (PIB_MAC_ACTION_MGMT_DATA_BURST)

12.3.3 Proprietary PIB Attributes in the IEC 61334-4-32 SSCS Layer

Table 12-9. Proprietary PIB Attributes in the IEC 61334-4-32 SSCS Layer
Attribute ID Size Range Description

PIB_432_CON_STATE 0x8200 1 byte 0 - 3 State of IEC 61334-4-32 SSCS layer:
• 0: closed

• 1: connecting

• 2: disconnecting

• 3: open

PIB_CL_INTERNAL_SW_VERSION 0x8201 4 bytes - Internal software version of the
SSCS layer.
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13. Example Applications
13.1 Usage of the Firmware

The user application can use the complete PRIME FW stack for any PRIME related functionality even
if network capabilities offered by any specific protocol of the CL are not required. In that case, the
primitives to use are those of the Null SSCS (see chapter Null SSCS), which transparently match the
MAC primitives.

When the user application is using the complete PRIME FW stack in the same device, the system
structure is the same as depicted in Figure 1-1.

The user application may also be running in a different device from the PRIME FW stack. In this
case, the PRIME API is serialized using a UART or a USB port. The Modem example in chapter PRIME
Service Modem shows an application with the serialized PRIME API.

The user application can also be dual, i.e., it can allocate different versions of the PRIME FW stack
and then swap to any of them. The example applications provided by Microchip are dual, allocating
PRIME FW stack versions 1.3 and 1.4., if such allocation is possible in the selected platform. For more
information, see chapter Memory Allocation.

It is also possible that an application only requires the ability of sending and receiving data through
the PLC PHY layer without any MAC layer. Then, it is possible to remove the MAC layer and access
the PLC PHY layer directly from the PAL. Microchip provides several examples of applications that
only require the PRIME PLC PHY layer (see chapter 13.5.  PHY Applications).

13.2 PRIME Service DLMS + Metrology Application
The Service DLMS+Metrology Application is an application example that shows how the PRIME API
should be used by integrating an application with a DLMS server. This application configures the
board as a Service Node with DLMS capabilities and exchanges real data between the PRIME Base
Node and the Service Node. DLMS is linked to the IEC 61334-4-32 SSCS and answers a minimum
set of objects requested from a commercial PRIME Data Concentrator. Therefore, for this example, a
PRIME Data Concentrator is required.

Important: Microchip does not provide a PRIME Data Concentrator. Note that
the Microchip Gateway example can be connected to a PRIME Data Concentrator
by means of TCP (DLMS over TCP). Note also that the Microchip PRIME Manager
tool can act as a gateway placed between any Microchip BN and a PRIME Data
Concentrator (see the User Manual of the PRIME Manager).

The following list provides the set of example OBIS implemented:
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1-0:0.2.0.255 Class id 1
0-0:96.1.0.255 Class id 1
0-0:96.1.1.255 Class id 1
0-0:96.1.2.255 Class id 1
1-0:1.8.0.255 Class id 3
1-0:1.8.10.255 Class id 3
1-0:1.8.11.255 Class id 3
1-0:1.8.12.255 Class id 3
1-0:1.8.13.255 Class id 3
1-0:1.8.14.255 Class id 3
1-0:1.8.15.255 Class id 3
1-0:1.8.16.255 Class id 3
1-0:1.8.20.255 Class id 3
1-0:1.8.21.255 Class id 3
1-0:1.8.22.255 Class id 3
1-0:1.8.23.255 Class id 3
1-0:1.8.24.255 Class id 3

1-0:1.8.25.255 Class id 3
1-0:1.8.26.255 Class id 3
1-0:1.8.30.255 Class id 3
1-0:1.8.31.255 Class id 3
1-0:1.8.32.255 Class id 3
1-0:1.8.33.255 Class id 3
1-0:1.8.34.255 Class id 3
1-0:1.8.35.255 Class id 3
1-0:1.8.36.255 Class id 3
1-0:1.8.255.255 Class id 3
1-0:99.1.0.255 Class id 7
0-0:21.0.5.255 Class id 7
0-0:21.0.6.255 Class id 7
0-0:1.0.0.255 Class id 8
0-0:28.7.0.255 Class id 86
0-0:40.0.0.255 Class id 15

Important: Note that this project example is configured to be used with a
bootloader, thus allowing its upgrade using the file transfer over PRIME. It is also a
dual mode application, but only supported in the SAM4C platform.

13.3 PRIME Service DLMS Application
The Service DLMS Application is an application example that shows how the PRIME API should be
used by integrating an application with a DLMS server. This application configures the board as
a Service Node with DLMS capabilities and simulates the data exchange between the PRIME Base
Node and the Service Node. DLMS is linked to the IEC 61334-4-32 SSCS and answers a minimum
set of objects requested from a commercial PRIME Data Concentrator. Therefore, for this example, a
PRIME Data Concentrator is required.

Important: Microchip does not provide a PRIME Data Concentrator. Note that
the Microchip Gateway example can be connected to a PRIME Data Concentrator
by means of TCP (DLMS over TCP). Note also that the Microchip PRIME Manager
tool can act as a gateway placed between any Microchip BN and a PRIME Data
Concentrator (see the User Manual of the PRIME Manager).

The following list provides the set of example OBIS implemented:
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1-0:0.2.0.255 Class id 1
0-0:96.1.0.255 Class id 1
0-0:96.1.1.255 Class id 1
0-0:96.1.2.255 Class id 1
1-0:1.8.0.255 Class id 3
1-0:1.8.10.255 Class id 3
1-0:1.8.11.255 Class id 3
1-0:1.8.12.255 Class id 3
1-0:1.8.13.255 Class id 3
1-0:1.8.14.255 Class id 3
1-0:1.8.15.255 Class id 3
1-0:1.8.16.255 Class id 3
1-0:1.8.20.255 Class id 3
1-0:1.8.21.255 Class id 3
1-0:1.8.22.255 Class id 3
1-0:1.8.23.255 Class id 3
1-0:1.8.24.255 Class id 3

1-0:1.8.25.255 Class id 3
1-0:1.8.26.255 Class id 3
1-0:1.8.30.255 Class id 3
1-0:1.8.31.255 Class id 3
1-0:1.8.32.255 Class id 3
1-0:1.8.33.255 Class id 3
1-0:1.8.34.255 Class id 3
1-0:1.8.35.255 Class id 3
1-0:1.8.36.255 Class id 3
1-0:1.8.255.255 Class id 3
1-0:99.1.0.255 Class id 7
0-0:21.0.5.255 Class id 7
0-0:21.0.6.255 Class id 7
0-0:1.0.0.255 Class id 8
0-0:28.7.0.255 Class id 86
0-0:40.0.0.255 Class id 15

Important: Note that this project example is configured to be used with a
bootloader, thus allowing its upgrade using the file transfer over PRIME. It is also a
dual mode application, except in the SAMG55 platform.

13.4 PRIME Service Modem
The Service Modem is an application example that shows how to serialize the PRIME API when the
user application and the PRIME FW stack are running in different devices. This example serializes the
PRIME API through the USI using the UART. The overall architecture of this functionality is shown in
the next figure.
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Figure 13-1. Layer Diagram for a Serialized PRIME FW Stack
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In this architecture, files modem.h and modem_service.c in the embedded user application are in
charge of coding and decoding the PRIME API primitives, whereas the Embedded USI (included in
the HAL) is responsible for the transmission and reception of serial messages. Similarly, the USI Host
in the external application is responsible for coding and decoding the PRIME API primitives and also
for transmission and reception of serial messages.

The configuration required to support this serialization and the format of the serial messages in the
USI is described in chapter Serialization with Embedded USI. The integration of the USI Host in the
external application is explained Application Note PLC Universal Serial Interface.

Important: Note that this project example is configured to be used with a
bootloader, thus allowing its upgrade using the file transfer over PRIME. It is also a
dual mode application, except in the SAMG55 platform.

13.5 PHY Applications
Microchip also provides several applications that demonstrate the complete performance of the
PRIME PHY layer. Except for the PHY sniffer, such applications only offer the ability to send and
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receive PLC data through the PLC PHY layer without any MAC layer as shown in Figure 13-2. The API
of the PHY is described in chapter API of PHY and PAL Layers.

The available PLC PHY applications are the following:

• PHY Tester: This PHY application example shows the capabilities of the PL360 device in a point-to-
point connection, using the USI to serialize the API of the PLC PHY layer.

• PHY TX Test Console: This PHY application example uses a terminal console to configure the PLC
PHY layer and perform several board tests. Parameters that are configured include transmission
parameters such as modulation, frame data length and time interval between frames.

• PHY PLC&Go: This PHY application example shows the basic code required to work with the PLC
PHY layer.

There is also the PHY Sniffer application, which allows monitoring of data traffic on a PRIME network
by serializing PHY frames (see the User Manual of the Hybrid Sniffer). The PHY Sniffer can detect
traffic coming from any PHY layer.

Figure 13-2. Layer Diagram of a PHY-only Application
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14. Serialization with Embedded USI
The Embedded USI is a wrapper part of the HAL that provides the interface between the PRIME FW
stack and the serial communications channel.

For serial transmissions from the PRIME stack, the Embedded USI provides a function that packs
and sends each message via the serial link to the external application. For serial receptions from the
serial link, the Embedded USI provides a function that unpacks the received message and passes it
to the PRIME FW stack.

The equivalent wrapper in the external application is the provided USI Host, which is also in charge
of coding and decoding the messages. If users want to develop their own USI Host application, they
will have to take into account the following operation of the Embedded USI to make it compatible:

• USI frame format
• USI PRIME protocols
• Embedded USI Configuration

For more information about available services and the provided USI Host, see Application Note PLC
Universal Serial Interface and the USI Host User Guide.

14.1 USI Frame Format
The USI frame format is based on the Serial Communications Profile of the Management Plane
defined in the PRIME specification, and is shown in the following figure.

Figure 14-1. USI Frame Format
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The frame starts and ends with 0x7E. The following is the description of each field:

• MSG LENGTH: Command length in bytes (protocol command byte plus message data bytes).
• PROTOCOL ID: Protocol in the frame (see Table 14-1).
• MESSAGE DATA: Variable field with the data of the exchanged message.
• CRC: Error correction code for the message. The CRC field can have a different length depending

on the protocol (see Table 14-1).

Table 14-1. USI Protocols and Associated CRC Size
Protocol Protocol ID CRC size (bits)

PROTOCOLS_MNGP_PRIME1 0x00 - 0x07 32

PROTOCOL_SNIF_PRIME 0x13 16

PROTOCOL_PHY_TESTER2 0x22 16

PROTOCOL_PRIME_API 0x30 8

PROTOCOL_INTERNAL 0x3F 16

PROTOCOL_USER_DEFINED3 0xFE Defined by the user. By default, 16.

Notes: 
1. These protocols are described in the Serial Communications Profile of the Management Plane

defined in the PRIME specification.
2. This protocol is only used by the PLC PHY Tester PC tool that Microchip provides with the

evaluation kit in order to serialize the API of the PLC PHY layer.
3. Defined by the user for their own proprietary protocol, if necessary.
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14.2 USI PRIME Protocols
The USI is able to serialize the following PRIME interfaces and services:

• PRIME Management Plane
• PRIME Sniffer
• PRIME API
• User Application

14.2.1 PRIME Management Plane Frame Format
This service refers to the different protocols defined in the Serial Communication Profile of the
Management Plane described in the PRIME specification.

The frame format is shown in the following figure.

Figure 14-2. MNGP PRIME USI Frame Format
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The available management functions are described in the PRIME specification and shown in the
following table.

Table 14-2. USI MNGP PRIME Protocols
Protocols MNGP PRIME Protocol ID Description

PROTOCOL_MNGP_PRIME_GETQRY 0x00 This protocol is used to get a PIB with information
from the node.

PROTOCOL_MNGP_PRIME_GETRSP 0x01 This protocol is the response to
PROTOCOL_MNGP_PRIME_GETQRY.

PROTOCOL_MNGP_PRIME_SET 0x02 This protocol is used to set a PIB and thus modify
the behavior of the node.

PROTOCOL_MNGP_PRIME_RESET 0x03 This protocol is used to reset statistics.

PROTOCOL_MNGP_PRIME_REBOOT 0x04 This protocol is used to reboot the node.

PROTOCOL_MNGP_PRIME_FU 0x05 This protocol is used to exchange FU protocol
frames. In this way, it is possible to perform a FU
process through the serial port.

PROTOCOL_MNGP_PRIME_GETQRY_EN 0x06 This protocol is used to get a PIB with information
from the node in an enhanced way.

PROTOCOL_MNGP_PRIME_GETRSP_EN 0x07 This protocol is the response to
PROTOCOL_MNGP_PRIME_GETQRY_EN.

14.2.2 PRIME Sniffer Frame Format
The PRIME Sniffer is a service of the PRIME FW stack that uses the PHY layer to provide received
PLC traffic from the PRIME network. The USI is able to serialize and treat this service independently.
This serialization can be directly passed to Microchip PLC PC Tools to be analyzed or saved for later
use. The embedded sniffer is only available when it has been enabled and properly configured (see
chapter PRIME Stack User Configuration Parameters).

Figure 14-3 and Figure 14-4 show the USI frame format of the frames generated in the node. In this
case, the field MESSAGE DATA that appears in the USI frame format (see Figure 14-1) is divided into
two different fields: header and PDU sniffer message.
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Figure 14-3. PRIME Sniffer USI Frame Format
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Figure 14-4. PRIME Sniffer USI Header Field
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As indicated before, sniffer frames contain the received PDU (MAC encapsulation following the
PRIME specification) and some additional information related to the PHY layer, which is included in
the header part.

• FRA T: PDU type of the received frame (A, B, BC) (see values in file sniffer_if.h.h and
rf215_sniffer_if_prime.c)

• SNIF F: Sniffer frame version: 0x14 for current version
• SNIF T: Sniffer type version: 0x11 for PL360, 0x13 for RF
• MODUL: Modulation scheme of the received frame (see modulation values in file atpl360_comm.h

and rf215_sniffer_if_prime.c)
• SYM PDU: Length of the PDU in PHY symbols
• SNR1: PRIME defined measurement of the SNR (from 0 to 7)
• EX SNR1: High precision SNR
• CHN2: Channel in which the frame has been received
• CINR1: Minimum Carrier to Interference Noise Ratio
• BERSOFT1: Viterbi soft bit error rate value
• BERS MAX1: Viterbi soft bit error rate maximum value
• Time Start/Time End: High precision internal counter to measure length (time) of the PDUs in

microseconds
• RSSI: Average RSSI in dBuV
• PDU LEN: Length of the PDU in bytes

Notes: 
1. Not available in RF. The padding field changes accordingly.
2. The CHN in RF has two bytes.

For details about the PHY information, see the datasheets for PL360, PL460 and AT86RF215.

14.2.3 PRIME API Frame Format
This protocol consists of the serialization of the PRIME API primitives. The PRIME FW stack can
provide the PRIME API through a serial interface as an independent protocol of USI. It is only
available when the user application contains the modem example.

The frame format is shown in the following figure.
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Figure 14-5. PRIME API USI Frame Format
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There are three fields in this frame inside the general MESSAGE DATA field:

• LENGTH Extended: Since the information contained in the message data can exceed the size
reserved for MSG length (10 bits), a bit has been added to increase the total message length size.
In this field the most significant bit of the message length is codified

• PRIME API COMMAND: This field refers directly to the primitive included in the message, using
the same primitives described in the PRIME API interface description (see chapter API of PRIME
FW Stack). The values for those primitives are defined in enumerator prime_api_cmd_t in file
modem.h

• Primitive function parameters: The serialization of each primitive directly concatenates the
different parameters included in the primitive function, with the most significant byte of a
variable always on the left. The only exception is that the length of buffers is always placed
before the buffer itself so that the data can be inserted and extracted more easily. This is
applicable to all primitives in the PRIME API. Figure 14-6 shows how a serialized primitive looks. It
is based on the MAC_ESTABLISH.request, which is mapped into the following type:
typedef void (*mac_establish_request_t)(uint8_t *puc_eui48, uint8_t uc_type, uint8_t 
*puc_data, uint16_t us_data_len, uint8_t uc_arq, uint8_t uc_cfbytes);

Figure 14-6. Message Data for MAC_ESTABLISH.request Primitive
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14.3 Embedded USI Configuration
The Embedded USI must be configured according to the user requirements. This configuration
consists of indicating the protocols to be serialized and which port will be used by each protocol.

14.3.1 Definition and Configuration of USI Ports
Users can define the ports to be used and their configurations in the conf_usi.h file.

/* Port Communications configuration */
#define NUM_PORTS     2
#define PORT_0 CONF_PORT(UART_TYPE, 0, 115200, HAL_TX_UART_BUF0_SIZE, HAL_RX_UART_BUF0_SIZE)
#define PORT_1 CONF_PORT(USART_TYPE, 4, 57600, HAL_TX_USART_BUF1_SIZE, HAL_RX_USART_BUF1_SIZE)
#define PORT_2 CONF_PORT(USB_TYPE, 0, 115200, 1024, 1024)

NUM_PORTS defines the number of ports to be used. After that, every PORT_x must be configured
following a sequential order (PORT_0, PORT_1, etc.). The input parameters of the port configuration
are shown in the following table.

Table 14-3. USI Port Configuration Parameters
Parameter Description Valid Values

Type Type of link1 UART_TYPE for UART
USART_TYPE for USART
USB_TYPE for USB
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...........continued
Parameter Description Valid Values

Channel Instance 0: UART0/USART0/USB
1: UART1/USART1
2: UART2/USART2
4: USART4

Speed Baudrate 9600, 19200, 38400, 57600, 115200, 230400, 256000,
921600

TX_size Size of transmission buffer Size of buffer must be (at least) twice the size of the bigger
message payload linked to this port.2

RX_size Size of reception buffer Size of buffer must be (at least) twice the size of the bigger
message payload linked to this port.2

Notes: 
1. Only UART, USART and USB are currently supported.
2. In case of IEC61334-4-32 messages, please note that protocol headers are part of the USI

message payload.

Important: Both Embedded USI and the external application must use the same
baud rate and protocols. Messages from protocols not serialized in both sides of
the serial communications channel are discarded.

Important: In the SAM4C microcontroller family, the UART1 has no access to the
DMA so it cannot be chosen for the USI operation.

14.3.2 Linking of Serial Communication Profile of PRIME Management Plane
To link the Serial Communication Profile of the PRIME Management Plane to a USI port defined in
the Embedded USI, users must use file conf_mngp.h.

By default, the link is set to PORT_0.

    /* Select PORT for Serial Profile */
    #define MNGP_SPROF_USI_PORT                        0

14.3.3 Linking of PRIME Sniffer
To link the embedded PRIME sniffer to a USI port defined in the Embedded USI, users must use file
conf_pal.h.

By default, the link is set to PORT_0.

    /* Select PORT to serialize PHY sniffer */
    #define PHY_SNIFFER_USI_PORT                        0

14.3.4 Linking of PRIME API
To link the PRIME API to a USI port defined in the Embedded USI, users must use file
conf_app_example.h (assuming they are using the modem example). By default, the link is set to
PORT_0.

    /** USI PORT */
    #define MODEM_USI_PORT                        0
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15. PRIME Direct Connections
15.1 Overview

The PRIME Direct Connections (DC) feature allows direct data communication between two Service
Nodes. Since the Base Node is the only element with information of the entire network, DC
establishment and release processes must be managed by it. DC data transfer can coexist with
other network applications that use normal data transfer between BN and SN.

Important: Direct connections generate asynchronous messages not controlled
by the BN, thus increasing the number of collisions. For that reason, they are not
intended for constant traffic.

The PRIME Direct Connections implementation is fully compliant with the direct connection feature
described in the PRIME specification version 1.4.

15.2 Characteristics
The current implementation of DC presents the following characteristics, which are not configurable
by users:

• Direct switching capability is available in BN and SN
• The SN supports from 4 up to 8 direct connections depending on the use of the following

features:
– If the management connection is used, available direct connections are reduced by 2
– If the IEC 4-32 connection is used, available direct connections are also reduced by 2

• SN direct connection handlers always have the direct connection bit set to 1, while
standard connection handlers have this bit set to 0. The mask for this bit is defined in
SN_DIRECT_CON_HANDLER_MSK in file mac_defs.h. This mask must not be changed

15.3 Functional Description

15.3.1 Direct Connection Establishment
• Direct connections are always opened by an SN (for example, node A)
• Depending on the user application, node A can open a direct connection in two different ways:

– Providing a EUI-48 MAC address for a destination node (for example, for node B):
• The BN looks for node B in its list of registered devices. If node B is registered, it will

continue with the DC establishment process. Otherwise, it will deny the connection
request to node A

Important: If a destination EUI-48 address is provided, the direct
connection will be directly established without notifying the BN application.
A new entry will be automatically added to the direct connection list in the
BN (PIB_MAC_LIST_DIRECT_CONN, 0x0054).

– Providing the SNA as EUI-48 address:
• The BN notifies the user application in the callback for establish indication
• If the user application knows which node is the destination node, it will forward the

connection request with a redirect response
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• If the user application cannot find a destination node, it will reject the connection with an
establish response

• If node B is registered, the BN forwards the DC request to it
• If node B accepts the connection, the BN will finish the DC process by sending the response to

node A

Important: The retransmission process is always performed by SNs. The BN
does not perform any retransmissions during DC establishment.

15.3.2 Direct Connection Release
A direct connection can be released both by source or destination SN. In both cases the process is
the same.

• Node A requests connection close to the BN
• The BN forwards connection close to node B
• The retransmission process starts until the BN receives a response from node B or the maximum

number of retransmissions is reached

Important: The retransmission process is only performed by the BN when one
of the SNs unregisters while the direct connection is already established.

• The BN always confirms a connection close to node A and removes the corresponding entry from
the direct connection list

• During this process, the direct switch automatically removes the corresponding direct connection
entry from the direct switch table (PIB_MAC_LIST_DIRECT_TABLE, 0x0055)
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16. Abbreviations
AES Advanced Encryption Standard

AGC Automatic Gain Mode

API Application Programming Interface

ARQ Automatic Repeat Request

BER Bit Error Rate

BN Base Node

CC Convolutional Code

CFP Contention Free Period

CINR Carrier to Interference Noise Ratio

CL Convergence Layer

CPCS Common Part Convergence Sublayer

CRC Cyclic Redundancy Check

D8PSK Differential Eight-Phase Shift Keying

DBPSK Differential Binary Phase Shift Keying

DC Direct Connection

DCU Data Concentrator Unit

DLMS Device Language Message Specification

DMA Direct Memory Access

DQPSK Differential Quaternary Phase Shift Keying

DUK Device Unique Key

FCC Federal Communications Commission

FSK Frequency Shift Keying

FU Firmware Upgrade

FW Firmware

GPIO General Purpose Input/Output

HAL Hardware Abstraction Layer

IEC International Electrotechnical Committee

IP Internet Protocol

MAC Medium Access Control

MCU Microcontroller Unit

MLME MAC Layer Management Entity

MNGP Management Plane

MPAL MultiPhy Abstraction Layer

MPDU MAC Protocol Data Unit

MTP Manufacturing Test Procedure

OBIS Object Identification System

OFDM Orthogonal Frequency Division Multiplexing

PAL Physical Abstraction Layer

PDU Protocol Data Unit

PHY Physical

PIB PLC Information Base

PICS Protocol Implementation Conformance Statement

PLC Power Line Communications

PLME PHY Layer Management Entity

PRIME Powerline Intelligent Metering Evolution

RB Robust
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RF Radiofrequency

RMS Root Mean Square

RSSI Received Signal Strength Indicator

SAP Service Access Point

SN Service Node

SNA Sub-Network Address

SNR Signal-to-Noise Ratio

SPI Serial Peripheral Interface

SSCS Service Specific Convergence Sublayer

SUN Smart Utility Network

TC Timer/Counter

TRNG True Random Number Generator

UART Universal Asynchronous Receiver/Transmitter

USART Universal Synchronous/Asynchronous Receiver/Transmitter

USI Universal Serial Interface
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